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(57) ABSTRACT

A method of operating an apparatus for analysing the condi-
tion of a machine having a part rotating with a speed of
rotation, includes receiving a first digital signal dependent on
mechanical vibrations emanating from rotation of the part,
analyzing the first digital signal so as to detect peak amplitude
values during a finite time period, the finite time period cor-
responding to a certain amount of revolution of the part, the
certain amount of revolution corresponding to more than one
revolution of the monitored rotatable part, defining amplitude
ranges, sorting the detected peak amplitude values into cor-
responding amplitude ranges so as to reflect occurrence of
detected peak amplitude values within the plurality of ampli-
tude ranges, and estimating a representative peak amplitude
value in dependence on the sorted peak amplitude values and
the certain amount.
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1
APPARATUS FOR ANALYSING THE
CONDITION OF A MACHINE HAVING A
ROTATING PART

TECHNICAL FIELD OF THE INVENTION

The present invention relates to a method for analysing the
condition of a machine, and to an apparatus for analysing the
condition of a machine. The invention also relates to a system
including such an apparatus and to a method of operating such
an apparatus. The invention also relates to a computer pro-
gram for causing a computer to perform an analysis function.

DESCRIPTION OF RELATED ART

Machines with moving parts are subject to wear with the
passage of time, which often causes the condition of the
machine to deteriorate. Examples of such machines with
movable parts are motors, pumps, generators, COmpressors,
lathes and CNC-machines. The movable parts may comprise
a shaft and bearings.

In order to prevent machine failure, such machines should
be subject to maintenance, depending on the condition of the
machine. Therefore the operating condition of such a
machine is preferably evaluated from time to time. The oper-
ating condition can be determined by measuring vibrations
emanating from a bearing or by measuring temperature on the
casing of the machine, which temperatures are dependent on
the operating condition of the bearing. Such condition checks
of machines with rotating or other moving parts are of great
significance for safety and also for the length of the life of
such machines. It is known to manually perform such mea-
surements on machines. This ordinarily is done by an opera-
tor with the help of a measuring instrument performing mea-
surements at measuring points on one or several machines.

A number of commercial instruments are available, which
rely on the fact that defects in rolling-element bearings gen-
erate short pulses, usually called shock pulses. A shock pulse
measuring apparatus may generate information indicative of
the condition of a bearing or a machine.

WO 03062766 discloses a machine having a measuring
point and a shaft with a certain shaft diameter, wherein the
shaft can rotate when the machine is in use. WO 03062766
also discloses an apparatus for analysing the condition of a
machine having a rotating shaft. The disclosed apparatus has
a sensor for producing a measured value indicating vibration
at a measuring point. The apparatus disclosed in WO
03062766 has a data processor and a memory. The memory
may store program code which, when run on the data proces-
sor, will cause the analysis apparatus to perform a Machine
Condition Monitoring function. Such a Machine Condition
Monitoring function may include shock pulse measuring.

SUMMARY

An aspect of the invention relates to the problem of pro-
viding an improved method and an improved apparatus for
analysis of the condition of a machine having a rotating part.

This problem is addressed by a method of operating an
apparatus for analysing the condition of a machine having a
part rotating with a speed of rotation (fz,;), comprising the
steps of:

receiving afirst digital signal (Szzp. S5, Sgap) dependent

on mechanical vibrations emanating from rotation of
said part;

analysing said first digital signal (Sg zps Sazms Szap) SO asto

detect peak amplitude values (Ap) during a finite time
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period (T5,,), said finite time period corresponding to a
certain amount (R) of revolution of said rotatable part;
said certain amount (R) of revolution corresponding to
more than one revolution of said monitored rotatable
part;

defining a plurality (N) of amplitude ranges;

sorting said detected peak amplitude values (Ap) into cor-

responding amplitude ranges so as to reflect occurrence
(N) of detected peak amplitude values (Ap) within said
plurality of amplitude ranges;

establishing a representative peak amplitude value (A ;) in

dependence on said sorted peak amplitude values (Ap)
and said certain amount (R).

This solution advantageously provides a representative
peak amplitude value A . is indicative of the mechanical state
of'the monitored part. In particular, when the monitored rotat-
ing part includes a bearing assembly, the representative peak
amplitude value A, is indicative of the mechanical state of
the bearing surfaces. In fact, the representative peak ampli-
tude value A . is indicative of the degree of roughness of the
metal surfaces in the rolling interface. Hence, the representa-
tive peak amplitude value (Apz) may provide information
about the presence of damage to a metal surface in the rolling
interface of a bearing assembly. Such damage could include
e.g. a crack in a metal surface in the rolling interface of the
monitored bearing assembly. The representative peak ampli-
tude value may also be indicative of spalling at a metal surface
in the rolling interface of the monitored bearing assembly.
Spalling may include the flaking-off of material from a sur-
face. The representative peak amplitude value may also be
indicative of the presence of a loose particle in the monitored
bearing assembly. When there is a damage in the monitored
rotating part, this solution, by focussing on a representative
peak amplitude value, provides information indicative of the
degree of damage of the most serious damage in the moni-
tored rotating part. Hence, the representative peak amplitude
value may be indicative of the largest spalling in a monitored
rotating part.

According to an embodiment of the invention the certain
amount (R) of revolution corresponds to several revolutions
of said monitored rotatable part. This solution advanta-
geously provides a measurement procedure which is very
reliable in the sense that it provides repeatable results. Hence,
when the measurement procedure is repeatedly performed on
the same rotational part so that plural monitoring periods
Toass Toarms Tearss Toaras 1 oags result in measurement results
in the form of plural representative peak amplitude values
Apris Apras Aprs, Apga being produced in immediate tem-
poral succession, then these plural representative peak ampli-
tude values Apy,, Apgs, Aprss Apgrs have substantially the
same numerical value.

According to a preferred embodiment of the invention the
certain amount R of revolution corresponds to at least eight
revolutions of said monitored rotatable part so as to establish
arepresentative peak amplitude value A . which is indicative
of the mechanical state of the monitored part.

The problem of providing an improved method and an
improved apparatus for analysis of the condition of amachine
having a rotating part is also addressed by an apparatus for
analysing the condition of a machine having a part rotating
with a speed of rotation (f,;), comprising:

an input for receiving a first digital signal (S,,,) dependent

on mechanical vibrations emanating from rotation of
said part;

a peak detector coupled to said input, said peak detector

being adapted to detect peak values (A ) in said received
first digital signal (S,,,), and
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aburst rejector coupled to receive said detected peak values
(Ap), said burst rejector being adapted to deliver output
peak values (A ) on a burst rejector output in response to
received detected peak values (Az); and wherein

said burst rejector is adapted to control the delivery of said

output peak values (Ap,) such that said output peak
values (Ap) are delivered at a delivery frequency f,,
wherein
the delivery frequency f,.=e*f,,,, wherein
fror1s said speed of rotation, and

e is a factor having a predetermined value.

This advantageously leads to a delivery of no more than e
output peak values per revolution of the monitored rotating
part. Hence, this solution may advantageously reduce or
eliminate bursts of amplitude peaks which otherwise may
occur. Such bursts of amplitude peaks may cause corruption
of'an analysis of the condition of a machine having a rotating
part based on detection of vibration, shock pulses and/or
amplitude peak values. Bursts of amplitude peaks may be
caused by impact noise in industrial environments, i.e. bursts
of' amplitude peaks may be caused e.g. by an item hitting the
body of the machine having a monitored rotating part, thereby
causing shock waves which travel back and forth, echoing in
the body of the machine. Accordingly, such echoing shock
waves may be picked up by a sensor and reflected in the
resulting signal as a burst of amplitude peaks. In an industrial
environment such an item may be a vehicle which happens to
run into the side of a machine, or a piece of metal falling onto
a surface of a machine. Hence, such a burst of amplitude
peaks may unfortunately cause corruption of a peak level
analysis, unless the impact of such bursts can be reduced or
eliminated.

In an embodiment of the apparatus said burst rejector is
adapted to deliver each output peak value such that each
delivered output peak amplitude value reflects the highest
amplitude value detected in the immediately preceding echo
suppression period (T,,), said echo suppression period (T,,)
being the inverse of said delivery frequency f,..

Inan embodiment of the apparatus the predetermined value
of the factor e is ten or less than ten. This advantageously
leads to a delivery of no more than ten output peak values per
revolution of the monitored rotating part.

According to an embodiment, the apparatus further com-
prises:

means for receiving burst rejector output peak amplitude

values that have been collected during a finite time
period, said finite time period corresponding to a certain
amount of revolution of said rotatable part; said certain
amount of revolution corresponding to more than one
revolution of said monitored rotatable part;

means for sorting said peak amplitude values into a plural-

ity of amplitude ranges so as to reflect occurrence of
detected peak amplitude values within said plurality of
amplitude ranges; and

means for estimating a representative peak amplitude value

in dependence on said sorted peak amplitude values and
said certain amount.

BRIEF DESCRIPTION OF THE DRAWINGS

For simple understanding of the present invention, it will
be described by means of examples and with reference to the
accompanying drawings, of which:

FIG. 1 shows a schematic block diagram of an embodiment
of a condition analyzing system 2 according to an embodi-
ment of the invention including an analysis apparatus.
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FIG. 2A is a schematic block diagram of an embodiment of
a part of the condition analyzing system 2 shown in FIG. 1
including an embodiment of an analysis apparatus.

FIG. 2B is a schematic block diagram of an embodiment of
a sensor interface.

FIG. 2C is an illustration of a measuring signal from a
vibration sensor.

FIG. 2D illustrates a measuring signal amplitude generated
by a shock pulse sensor.

FIG. 2E illustrates a measuring signal amplitude generated
by a vibration sensor.

FIG. 3 is a simplified illustration of a Shock Pulse Mea-
surement sensor according to an embodiment of the inven-
tion.

FIG. 4 is a simplified illustration of an embodiment of the
memory 60 and its contents.

FIG. 5 is a schematic block diagram of an embodiment of
the analysis apparatus at a client location with a machine 6
having a movable shaft.

FIG. 6A illustrates a schematic block diagram of an
embodiment of the pre-processor according to an embodi-
ment of the present invention.

FIG. 6B illustrates an embodiment of the pre-processor
including a digital rectifier.

FIG. 7 illustrates an embodiment of the evaluator.

FIG. 8 is a schematic illustration of a rectified signal that
could be delivered by the rectifier shown in FIG. 6B.

FIG. 9 illustrates a histogram resulting from a measure-
ment in without any noise.

FIG. 10 illustrates a histogram resulting from another mea-
surement where high amplitude noise was introduced during
the measurement.

FIG. 11A is a flow chart illustrating an embodiment of a
method of operating the apparatus so as to set it up for per-
forming peak level condition analysis.

FIG. 11B is a flow chart illustrating an embodiment of a
method of operating the apparatus so as to perform peak level
condition analysis.

FIG. 12A is a flow chart illustrating an embodiment of a
method of performing a peak level measurement session.

FIG. 12B is a flow chart illustrating an embodiment of a
method of performing a peak level measurement session and
addressing the impact of bursts of noise amplitude peaks.

FIG. 13A illustrates a histogram having plural amplitude
bins.

FIG. 13B is a schematic illustration of plural memory
positions arranged as a table.

FIG. 13C is an illustration of a cumulative histogram table
corresponding to the histogram table of FIG. 13B.

FIG. 14A is a flow chart illustrating an embodiment of a
method for establishing a representative peak amplitude
value on the basis of the peak amplitude values Ap collected
in the measurement session.

FIG. 14B is a flow chart illustrating yet an embodiment of
a method for estimating a representative peak amplitude
value A, on the basis of the peak amplitude values Ap
collected in the measurement session.

FIG. 15A is an illustration reflecting the principle of a
cumulative histogram resulting from a measurement.

FIG. 16 is a schematic block diagram of an embodiment of
the analysis apparatus.

DETAILED DESCRIPTION OF EMBODIMENTS

In the following description similar features in different
embodiments may be indicated by the same reference numer-
als.
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FIG. 1 shows a schematic block diagram of an embodiment
of a condition analyzing system 2 according to an embodi-
ment of the invention. Reference numeral 4 relates to a client
location with a machine 6 having a movable part 8. The
movable part may comprise bearings 7 and a shaft 8 which,
when the machine is in operation, rotates. The operating
condition of the shaft 8 or of a bearing 7 can be determined in
response to vibrations emanating from the shaft and/or bear-
ing when the shaft rotates. The client location 4, which may
also be referred to as client part or user part, may for example
be the premises of a wind farm, i.e. a group of wind turbines
at a location, or the premises of a paper mill plant, or some
other manufacturing plant having machines with movable
parts.

An embodiment of the condition analyzing system 2 is
operative when a sensor 10 is attached on or at a measuring
point 12 on the body of the machine 6. Although FIG. 1 only
illustrates two measuring points 12, it to be understood that a
location 4 may comprise any number of measuring points 12.
The condition analysis system 2 shown in FIG. 1, comprises
an analysis apparatus 14 for analysing the condition of a
machine on the basis of measurement values delivered by the
sensor 10.

The analysis apparatus 14 has a communication port 16 for
bi-directional data exchange. The communication port 16 is
connectable to a communications network 18, e.g. via a data
interface 19. The communications network 18 may be the
world wide internet, also known as the Internet. The commu-
nications network 18 may also comprise a public switched
telephone network.

A server computer 20 is connected to the communications
network 18. The server 20 may comprise a database 22, user
input/output interfaces 24 and data processing hardware 26,
and a communications port 29. The server computer 20 is
located on a location 28, which is geographically separate
from the client location 4. The server location 28 may be in a
first city, such as the Swedish capital Stockholm, and the
client location may be in another city, such as Stuttgart, Ger-
many or Detroit in Michigan, USA. Alternatively, the server
location 28 may be in a first part of a town and the client
location may be in another part of the same town. The server
location 28 may also be referred to as supplier part 28, or
supplier part location 28.

According to an embodiment of the invention a central
control location 31 comprises a control computer 33 having
data processing hardware and software for surveying a plu-
rality of machines at the client location 4. The machines 6
may be wind turbines or gear boxes used in wind turbines.
Alternatively the machines may include machinery in e.g. a
paper mill. The control computer 33 may comprise a database
22B, user input/output interfaces 24B and data processing
hardware 26B, and a communications port 29B. The central
control location 31 may be separated from the client location
4 by a geographic distance. By means of communications
port 29B the control computer 33 can be coupled to commu-
nicate with analysis apparatus 14 via port 16. The analysis
apparatus 14 may deliver measurement data being partly pro-
cessed so as to allow further signal processing and/or analysis
to be performed at the central location 31 by control computer
33.

A supplier company occupies the supplier part location 28.
The supplier company may sell and deliver analysis appara-
tuses 14 and/or software for use in an analysis apparatus 14.
The supplier company may also sell and deliver analysis
software for use in the control computer at the central control
location 31. Such analysis software 94, 105 is discussed in
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connection with FIG. 4 below. Such analysis software 94,105
may be delivered by transmission over said communications
network 18.

According to one embodiment of the system 2 the appara-
tus 14 is a portable apparatus which may be connected to the
communications network 18 from time to time.

According to another embodiment of the system 2 the
apparatus 14 is connected to the communications network 18
substantially continuously. Hence, the apparatus 14 accord-
ing to this embodiment may substantially always be “on line”
available for communication with the supplier computer 20
and/or with the control computer 33 at control location 31.

FIG. 2A is a schematic block diagram of an embodiment of
a part of the condition analyzing system 2 shown in FIG. 1.
The condition analyzing system, as illustrated in FIG. 2A,
comprises a sensor unit 10 for producing a measured value.
The measured value may be dependent on movement or, more
precisely, dependent on vibrations or shock pulses caused by
bearings when the shaft rotates.

An embodiment of the condition analyzing system 2 is
operative when a device 30 is firmly mounted on or at a
measuring point on a machine 6. The device 30 mounted at
the measuring point may be referred to as a stud 30. A stud 30
can comprise a connection coupling 32 to which the sensor
unit 10 is removably attachable. The connection coupling 32
can, for example comprise double start threads for enabling
the sensor unit to be mechanically engaged with the stud by
means of a 4 turn rotation.

A measuring point 12 can comprise a threaded recess in the
casing of the machine. A stud 30 may have a protruding part
with threads corresponding to those of the recess for enabling
the stud to be firmly attached to the measuring point by
introduction into the recess like a bolt.

Alternatively, a measuring point can comprise a threaded
recess in the casing of the machine, and the sensor unit 10 may
comprise corresponding threads so that it can be directly
introduced into the recess. Alternatively, the measuring point
is marked on the casing of the machine only with a painted
mark.

The machine 6 exemplified in FIG. 2A may have a rotating
shaft with a certain shaft diameter d1. The shaft in the
machine 24 may rotate with a speed of rotation V1 when the
machine 6 is in use.

The sensor unit 10 may be coupled to the apparatus 14 for
analysing the condition of a machine. With reference to FIG.
2A, the analysis apparatus 14 comprises a sensor interface 40
for receiving a measured signal or measurement data, pro-
duced by the sensor 10. The sensor interface 40 is coupled to
a data processing means 50 capable of controlling the opera-
tion of the analysis apparatus 14 in accordance with program
code. The data processing means 50 is also coupled to a
memory 60 for storing said program code.

According to an embodiment of the invention the sensor
interface 40 comprises an input 42 for receiving an analogue
signal, the input 42 being connected to an analogue-to-digital
(ND) converter 44, the digital output 48 of which is coupled
to the data processing means 50. The A/D converter 44
samples the received analogue signal with a certain sampling
frequency f so as to deliver a digital measurement data signal
S,.p having said certain sampling frequency f; and wherein
the amplitude of each sample depends on the amplitude of the
received analogue signal at the moment of sampling.

According to another embodiment of the invention, illus-
trated in FIG. 2B, the sensor interface 40 comprises an input
42 for receiving an analogue signal S, from a Shock Pulse
Measurement Sensor, a conditioning circuit 43 coupled to
receive the analogue signal, and an A/D converter 44 coupled
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to receive the conditioned analogue signal from the condi-
tioning circuit 43. The A/D converter 44 samples the received
conditioned analogue signal with a certain sampling fre-
quency fs so as to deliver a digital measurement data signal
S,.p having said certain sampling frequency f; and wherein
the amplitude of each sample depends on the amplitude of the
received analogue signal at the moment of sampling.

The sampling theorem guarantees that bandlimited signals
(i.e., signals which have a maximum frequency) can be recon-
structed perfectly from their sampled version, if the sampling
rate {5 is more than twice the maximum frequency foz 4. Of
the analogue signal S, to be monitored. The frequency equal
to one-half of the sampling rate is therefore a theoretical limit
on the highest frequency that can be unambiguously repre-
sented by the sampled signal S,,,,. This frequency (half the
sampling rate) is called the Nyquist frequency of the sampling
system. Frequencies above the Nyquist frequency f,, can be
observed in the sampled signal, but their frequency is ambigu-
ous. That is, a frequency component with frequency f cannot
be distinguished from other components with frequencies

B*futf, and

Bifof

for nonzero integers B. This ambiguity, known as aliasing
may be handled by filtering the signal with an anti-aliasing
filter (usually a low-pass filter with cutoff near the Nyquist
frequency) before conversion to the sampled discrete repre-
sentation.

In order to provide a safety margin for in terms of allowing
a non-ideal filter to have a certain slope in the frequency
response, the sampling frequency may be selected to a higher
value than 2. Hence, according to embodiments of the inven-
tion the sampling frequency may be set to

JsTK S s tmax

wherein

k is a factor having a value higher than 2.0

Accordingly the factor k may be selected to a value higher
than 2.0. Preferably factor k may be selected to a value
between 2.0 and 2.9 in order to provide a good safety margin
while avoiding to generate unnecessarily many sample val-
ues. According to an embodiment the factor k is advanta-
geously selected such that 100*k/2 renders an integer.
According to an embodiment the factor k may be set to 2.56.
Selecting k to 2.56 renders 100%k=256=2 raised to 8.

According to an embodiment the sampling frequency fof
the digital measurement data signal S,,,, may be fixed to a
certain value f, such as e.g. £;=102 kHz

Hence, when the sampling frequency f is fixed to a certain
value f,, the maximum frequency f.,,,.. of the analogue
signal S, will be:

JsEamaxSk

wherein fg ... 15 the highest frequency to be analyzed in the
sampled signal

Hence, when the sampling frequency f; is fixed to a certain
value £;~=102 400 Hz, and the factor k is set to 2.56, the
maximum frequency f,. ... of the analogue signal S, will
be:

Sspamax—fsk=102 400/2,56=40 kHz

Accordingly, a digital measurement data signal S, ,,, hav-
ing a certain sampling frequency f, is generated in response
to said received analogue measurement signal S, ,. The digi-
tal output 48 of the A/D converter 44 is coupled to the data
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processing means 50 via an output 49 of the sensor interface
40 so as to deliver the digital measurement data signal S, to
the data processing means 50.

The sensor unit 10 may comprise a vibration transducer,
the sensor unit being structured to physically engage the
connection coupling of the measuring point so that vibrations
of the machine at the measuring point are transferred to the
vibration transducer. According to an embodiment of the
invention the sensor unit comprises a transducer having a
piezo-electric element. When the measuring point 12
vibrates, the sensor unit 10, or at least a part of it, also vibrates
and the transducer then produces an electrical signal of which
the frequency and amplitude depend on the mechanical vibra-
tion frequency and the vibration amplitude of the measuring
point 12, respectively. According to an embodiment of the
invention the sensor unit 10 is a vibration sensor, providing an
analogue amplitude signal of e.g. 10 mV/g in the Frequency
Range 1.00 to 10000 Hz. Such a vibration sensor is designed
to deliver substantially the same amplitude of 10 mV irre-
spective of whether it is exerted to the acceleration of 1 g (9.82
m/s?)at 1 Hz, 3 Hz or 10 Hz. Hence, a typical vibration sensor
has a linear response in a specified frequency range up to
around 10 kHz. Mechanical vibrations in that frequency
range emanating from rotating machine parts are usually
caused by imbalance or misalignment. However, when
mounted on a machine the linear response vibration sensor
typically also has several different mechanical resonance fre-
quencies dependent on the physical path between sensor and
vibration source.

A damage in a roller bearing may cause relatively sharp
elastic waves, known as shock pulses, travelling along a
physical path in the housing of a machine before reaching the
sensor. Such shock pulses often have a broad frequency spec-
trum. The amplitude of a roller bearing shock pulse is typi-
cally lower than the amplitude of a vibration caused by imbal-
ance or misalignment.

The broad frequency spectrum of shock pulse signatures
enables them to activate a “ringing response” or a resonance
at a resonance frequency associated with the sensor. Hence, a
typical measuring signal from a vibration sensor may have a
wave form as shown in FIG. 2C, i.e. a dominant low fre-
quency signal with a superimposed higher frequency lower
amplitude resonant “ringing response”.

In order to enable analysis of the shock pulse signature,
often emanating from a bearing damage, the low frequency
component must be filtered out. This can be achieved by
means of a high pass filter or by means of a band pass filter.
However, these filters must be adjusted such that the low
frequency signal portion is blocked while the high frequency
signal portion is passed on. An individual vibration sensor
will typically have one resonance frequency associated with
the physical path from one shock pulse signal source, and a
different resonance frequency associated with the physical
path from another shock pulse signal source, as mentioned in
U.S. Pat. No. 6,053,047. Hence, filter adjustment aiming to
pass the high frequency signal portion requires individual
adaptation when a vibration sensor is used.

When such filter is correctly adjusted the resulting signal
will consist of the shock pulse signature(s). However, the
analysis of the shock pulse signature(s) emanating from a
vibration sensor is somewhat impaired by the fact that the
amplitude response as well as resonance frequency inherently
varies dependent on the individual physical path from the
shock pulse signal sources.

Advantageously, these drawbacks associated with vibra-
tion sensors may be alleviated by the use of a Shock Pulse
Measurement sensor. The Shock Pulse Measurement sensor
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is designed and adapted to provide a pre-determined
mechanical resonance frequency, as described in further
detail below.

This feature of the Shock Pulse Measurement sensor
advantageously renders repeatable measurement results in
that the output signal from a Shock Pulse Measurement sen-
sor has a stable resonance frequency substantially indepen-
dent of the physical path between the shock pulse signal
source and the shock pulse sensor. Moreover, mutually dif-
ferent individual shock pulse sensors provide a very small, if
any, deviation in resonance frequency.

An advantageous effect of this is that signal processing is
simplified, in that filters need not be individually adjusted, in
contrast to the case described above when vibration sensors
are used. Moreover, the amplitude response from shock pulse
sensors is well defined such that an individual measurement
provides reliable information when measurement is per-
formed in accordance with appropriate measurement meth-
ods defined by S.P.M. Instrument AB.

FIG. 2D illustrates a measuring signal amplitude generated
by a shock pulse sensor, and FIG. 2E illustrates a measuring
signal amplitude generated by a vibration sensor. Both sen-
sors have been exerted to the same series of mechanical
shocks without the typical low frequency signal content. As
clearly seen in FIGS. 2D and 2FE, the duration of a resonance
response to a shock pulse signature from the Shock Pulse
Measurement sensor is shorter than the corresponding reso-
nance response to a shock pulse signature from the vibration
sensor.

This feature of the Shock Pulse Measurement sensor of
providing distinct shock pulse signature responses has the
advantageous effect of providing a measurement signal from
which it is possible to distinguish between different mechani-
cal shock pulses that occur within a short time span.

According to an embodiment of the invention the sensor is
a Shock Pulse Measurement sensor. FIG. 3 is a simplified
illustration of a Shock Pulse Measurement sensor 10 accord-
ing to an embodiment of the invention. According to this
embodiment the sensor comprises a part 110 having a certain
mass or weight and a piezo-electrical element 120. The piezo-
electrical element 120 is somewhat flexible so that it can
contract and expand when exerted to external force. The
piezo-electrical element 120 is provided with electrically
conducting layers 130 and 140, respectively, on opposing
surfaces. As the piezo-electrical element 120 contracts and
expands it generates an electric signal which is picked up by
the conducting layers 130 and 140. Accordingly, a mechani-
cal vibration is transformed into an analogue electrical mea-
surement signal S, ,, which is delivered on output terminals
145, 150.

The piezo-electrical element 120 may be positioned
between the weight 110 and a surface 160 which, during
operation, is physically attached to the measuring point 12, as
illustrated in FIG. 3.

The Shock Pulse Measurement sensor 10 has a resonance
frequency that depends on the mechanical characteristics for
the sensor, such as the mass m of weight part 110 and the
resilience of piezo-electrical element 120. Hence, the piezo-
electrical element has an elasticity and a spring constant k.
The mechanical resonance frequency fy,, for the sensor is
therefore also dependent on the mass m and the spring con-
stant k.

According to an embodiment of the invention the mechani-
cal resonance frequency fy,, for the sensor can be determined
by the equation following equation:

Srar=1/ m)Y (k/m) (eq )
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According to another embodiment the actual mechanical
resonance frequency for a Shock Pulse Measurement sensor
10 may also depend on other factors, such as the nature of the
attachment of the sensor 10 to the body of the machine 6.

The resonant Shock Pulse Measurement sensor 10 is
thereby particularly sensitive to vibrations having a fre-
quency on or near the mechanical resonance frequency fy,,.
The Shock Pulse Measurement sensor 10 may be designed so
that the mechanical resonance frequency f, ,is somewhere in
the range from 28 kHz to 37 kHz. According to another
embodiment the mechanical resonance frequency fx,, is
somewhere in the range from 30 kHz to 35 kHz.

Accordingly the analogue electrical measurement signal
has an electrical amplitude which may vary over the fre-
quency spectrum. For the purpose of describing the theoreti-
cal background, it may be assumed that if the Shock Pulse
Measurement sensor 10 were exerted to mechanical vibra-
tions with identical amplitude in all frequencies from e.g. 1
Hz to e.g. 200 000 kHz, then the amplitude of the analogue
signal S, from the Shock Pulse Measurement Sensor will
have a maximum at the mechanical resonance frequency f, ,,
since the sensor will resonate when being “pushed” with that
frequency.

With reference to FIG. 2B, the conditioning circuit 43
receives the analogue signal S, ;. The conditioning circuit 43
may be designed to be an impedance adaptation circuit
designed to adapt the input impedance of the ND-converter as
seen from the sensor terminals 145, 150 so that an optimum
signal transfer will occur. Hence, the conditioning circuit 43
may operate to adapt the input impedance Z,, as seen from the
sensor terminals 145, 150 so that a maximum electric power
is delivered to the ND-converter 44. According to an embodi-
ment of the conditioning circuit 43 the analogue signal S, is
fed to the primary winding of'a transformer, and a conditioned
analogue signal is delivered by a secondary winding of the
transformer. The primary winding has nl turns and the sec-
ondary winding has n2 turns, the ratio n1/n2=n,,. Hence, the
A/D converter 44 is coupled to receive the conditioned ana-
logue signal from the conditioning circuit 43. The A/D con-
verter 44 has an input impedance Z,,,, and the input imped-
ance of the A/D-converter as seen from the sensor terminals
145, 150 will be (n1/n2)**Z,,, when the conditioning circuit
43 is coupled in between the sensor terminals 145, 150 and
the input terminals of the A/D converter 44.

The A/D converter 44 samples the received conditioned
analogue signal with a certain sampling frequency f; so as to
deliver a digital measurement data signal S,,,, having said
certain sampling frequency fg and wherein the amplitude of
each sample depends on the amplitude of the received ana-
logue signal at the moment of sampling.

According to embodiments of the invention the digital
measurement data signal S, is delivered to a means 180 for
digital signal processing (See FIG. 5).

According to an embodiment of the invention the means
180 for digital signal processing comprises the data processor
50 and program code for causing the data processor 50 to
perform digital signal processing. According to an embodi-
ment of the invention the processor 50 is embodied by a
Digital Signal Processor. The Digital Signal Processor may
also be referred to as a DSP.

With reference to FI1G. 2A, the data processing means 50 is
coupled to a memory 60 for storing said program code. The
program memory 60 is preferably a non-volatile memory.
The memory 60 may be a read/write memory, i.e. enabling
both reading data from the memory and writing new data onto
the memory 60. According to an embodiment the program
memory 60 is embodied by a FLASH memory. The program
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memory 60 may comprise a first memory segment 70 for
storing a first set of program code 80 which is executable so as
to control the analysis apparatus 14 to perform basic opera-
tions (FIG. 2A and FIG. 4). The program memory may also
comprise a second memory segment 90 for storing a second
set of program code 94. The second set of program code 94 in
the second memory segment 90 may include program code
for causing the analysis apparatus to process the detected
signal, or signals, so as to generate a pre-processed signal or
a set of pre-processed signals. The memory 60 may also
include a third memory segment 100 for storing a third set of
program code 104. The set of program code 104 in the third
memory segment 100 may include program code for causing
the analysis apparatus to perform a selected analysis function
105. When an analysis function is executed it may cause the
analysis apparatus to present a corresponding analysis result
on user interface 106 or to deliver the analysis result on port
16 (See FIG. 1 and FIG. 2A and FIG. 7).

The data processing means 50 is also coupled to a read/
write memory 52 for data storage. Moreover, the data pro-
cessing means 50 may be coupled to an analysis apparatus
communications interface 54. The analysis apparatus com-
munications interface 54 provides for bi-directional commu-
nication with a measuring point communication interface 56
which is attachable on, at or in the vicinity of the measuring
point on the machine.

The measuring point 12 may comprise a connection cou-
pling 32, areadable and writeable information carrier 58, and
a measuring point communication interface 56.

The writeable information carrier 58, and the measuring
point communication interface 56 may be provided in a sepa-
rate device 59 placed in the vicinity of the stud 30, as illus-
trated in FIG. 2. Alternatively the writeable information car-
rier 58, and the measuring point communication interface 56
may be provided within the stud 30. This is described in more
detail in WO 98/01831, the content of which is hereby incor-
porated by reference.

The system 2 is arranged to allow bidirectional communi-
cation between the measuring point communication interface
56 and the analysis apparatus communication interface 54.
The measuring point communication interface 56 and the
analysis apparatus communication interface 54 are preferably
constructed to allow wireless communication. According to
an embodiment the measuring point communication interface
and the analysis apparatus communication interface are con-
structed to communicate with one another by radio frequency
(RF) signals. This embodiment includes an antenna in the
measuring point communication interface 56 and another
antenna the analysis apparatus communication interface 54.

FIG. 4 is a simplified illustration of an embodiment of the
memory 60 and its contents. The simplified illustration is
intended to convey understanding of the general idea of stor-
ing different program functions in memory 60, and it is not
necessarily a correct technical teaching of the way in which a
program would be stored in a real memory circuit. The first
memory segment 70 stores program code for controlling the
analysis apparatus 14 to perform basic operations. Although
the simplified illustration of FIG. 4 shows pseudo code, it is to
beunderstood that the program code 80 may be constituted by
machine code, or any level program code that can be executed
or interpreted by the data processing means 50 (FIG. 2A).

The second memory segment 90, illustrated in FIG. 4,
stores a second set of program code 94. The program code 94
in segment 90, when run on the data processing means 50,
will cause the analysis apparatus 14 to perform a function,
such as a digital signal processing function. The function may
comprise an advanced mathematical processing of the digital
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measurement data signal S, .. According to embodiments of
the invention the program code 94 is adapted to cause the
processor means 50 to perform signal processing functions
described in connection with FIGS. 5, 6, 9, 10, 11A, 11B,
12A, 12B, 13A-C, 14A, 14B, 15A and/or FIG. 16 in this
document.

As mentioned above in connection with FIG. 1, a computer
program for controlling the function of the analysis apparatus
may be downloaded from the server computer 20. This means
that the program-to-be-downloaded is transmitted to over the
communications network 18. This can be done by modulating
a carrier wave to carry the program over the communications
network 18. Accordingly the downloaded program may be
loaded into a digital memory, such as memory 60 (See FIGS.
2A and 4). Hence, a signal processing program 94 and or an
analysis function program 104, 105 may be received via a
communications port, such as port 16 (FIGS. 1 & 2A), so as
to load it into memory 60. Similarly, a signal processing
program 94 and or an analysis function program 104, 105
may be received via communications port 29B (FIG. 1), so as
to load it into a program memory location in computer 26B or
in database 22B.

An aspect of the invention relates to a computer program
product, such as a program code means 94 and/or program
code means 104, 105 loadable into a digital memory of an
apparatus. The computer program product comprising soft-
ware code portions for performing signal processing methods
and/or analysis functions when said product is run on a data
processing unit 50 of an apparatus for analysing the condition
of'amachine. The term “run on a data processing unit” means
that the computer program plus the data processing unit car-
ries out a method of the kind described in this document.

The wording “a computer program product, loadable into a
digital memory of a condition analysing apparatus” means
that a computer program can be introduced into a digital
memory of a condition analysing apparatus so as achieve a
condition analysing apparatus programmed to be capable of,
or adapted to, carrying out a method of the kind described
above. The term “loaded into a digital memory of a condition
analysing apparatus” means that the condition analysing
apparatus programmed in this way is capable of, or adapted
to, carrying out a method of the kind described above.

The above mentioned computer program product may also
be loadable onto a computer readable medium, such as a
compact disc or DVD. Such a computer readable medium
may be used for delivery of the program to a client.

According to an embodiment of the analysis apparatus 14
(FIG.2A), itcomprises a user input interface 102, whereby an
operator may interact with the analysis apparatus 14. Accord-
ing to an embodiment the user input interface 102 comprises
a set of buttons 104. An embodiment of the analysis apparatus
14 comprises a user output interface 106. The user output
interface may comprise a display unit 106. The data process-
ing means 50, when it runs a basic program function provided
in the basic program code 80, provides for user interaction by
means of the user input interface 102 and the display unit 106.
The set of buttons 104 may be limited to a few buttons, such
as for example five buttons, as illustrated in FIG. 2A. A
central button 107 may be used for an ENTER or SELECT
function, whereas other, more peripheral buttons may be used
for moving a cursor on the display 106. In this manner it is to
be understood that symbols and text may be entered into the
apparatus 14 via the user interface. The display unit 106 may,
for example, display a number of symbols, such as the letters
of alphabet, while the cursor is movable on the display in
response to user input so as to allow the user to input infor-
mation.
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FIG. 5 is a schematic block diagram of an embodiment of
the analysis apparatus 14 at a client location 4 with a machine
6 having a movable shaft 8. The sensor 10, which may be a
Shock Pulse Measurement Sensor, is shown attached to the
body of the machine 6 so as to pick up mechanical vibrations
and so as to deliver an analogue measurement signal S,
indicative of the detected mechanical vibrations to the sensor
interface 40. The sensor interface 40 may be designed as
described in connection with FIG. 2A or 2B. The sensor
interface 40 delivers a digital measurement data signal S, to
a means 180 for digital signal processing.

The digital measurement data signal S, ,,, has a sampling
frequency f, and the amplitude value of each sample depends
on the amplitude of the received analogue measurement sig-
nal S, at the moment of sampling. According to an embodi-
ment the sampling frequency f of the digital measurement
data signal S, ,,, may be fixed to a certain value {;, such as e.g.
f~=102 400 Hz. The sampling frequency f; may be controlled
by a clock signal delivered by a clock 190, as illustrated in
FIG. 5. The clock signal may also be delivered to the means
180 for digital signal processing. The means 180 for digital
signal processing can produce information about the tempo-
ral duration of the received digital measurement data signal
S,p 1n response to the received digital measurement data
signal S,,,,, the clock signal and the relation between the
sampling frequency f and the clock signal, since the duration
between two consecutive sample values equals T =1/f.

According to embodiments of the invention the means 180
for digital signal processing includes a pre-processor 200 for
performing a pre-processing of the digital measurement data
signal S,,, so as to deliver a pre-processed digital signal
S,mop0n an output 210. The output 210 is coupled to an input
220 of an evaluator 230. The evaluator 230 is adapted to
evaluate the pre-processed digital signal S, ;,» s0 as to deliver
a result of the evaluation to a user interface 106. Alternatively
the result of the evaluation may be delivered to a communi-
cation port 16 so as to enable the transmission of the result e.g.
to a control computer 33 at a control site 31 (See FIG. 1).

According to an embodiment of the invention, the func-
tions described in connection with the functional blocks in
means 180 for digital signal processing, pre-processor 200
and evaluator 230 may be embodied by computer program
code 94 and/or 104 as described in connection with memory
blocks 90 and 100 in connection with FIG. 4 above.

A user may require only a few basic monitoring functions
for detection of whether the condition of a machine is normal
or abnormal. On detecting an abnormal condition, the user
may call for specialized professional maintenance personnel
to establish the exact nature of the problem, and for perform-
ing the necessary maintenance work. The professional main-
tenance personnel frequently needs and uses a broad range of
evaluation functions making it possible to establish the nature
of, and/or cause for, an abnormal machine condition. Hence,
different users of an analysis apparatus 14 may pose very
different demands on the function of the apparatus. The term
Condition Monitoring function is used in this document for a
function for detection of whether the condition of a machine
is normal or somewhat deteriorated or abnormal. The term
Condition Monitoring function also comprises an evaluation
function making it possible to establish the nature of, and/or
cause for, an abnormal machine condition.

Examples of Machine Condition Monitoring Functions

The condition monitoring functions F1, F2 . . . Fn includes
functions such as:
vibration analysis, shock pulse measuring, Peak level analy-
sis, spectrum analysis of shock pulse measurement data, Fast
Fourier Transformation of vibration measurement data,
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graphical presentation of condition data on a user interface,

storage of condition data in a writeable information carrier on

said machine, storage of condition data in a writeable infor-
mation carrier in said apparatus, tachometering, imbalance
detection, and misalignment detection.

According to an embodiment the apparatus 14 includes the
following functions:

Fl1=vibration analysis;

F2=shock pulse measuring,

F3=Peak level analysis

F4=spectrum analysis of shock pulse measurement data,

F5=Fast Fourier Transformation of vibration measurement
data,

Fé=graphical presentation of condition data on a user inter-
face,

F7=storage of condition data in a writeable information car-
rier on said machine,

F8=storage of condition data in a writeable information car-
rier 52 in said apparatus,

F9=tachometering,

F10=imbalance detection, and

F11=misalignment detection.

F12=Retrieval of condition data from a writeable information
carrier 58 on said machine.

F13=Performing Peak level analysis F3 and performing func-
tion F12 “Retrieval of condition data from a writeable
information carrier 58 on said machine” so as to enable a
comparison or trending based on current Peak level data
and historical Peak level data.

F14=Retrieval of identification data from a writeable infor-
mation carrier 58 on said machine.

Embodiments of the function F7 “storage of condition data
in a writeable information carrier on said machine”, and F13
vibration analysis and retrieval of condition data is described
in more detail in WO 98/01831, the content of which is hereby
incorporated by reference.

The peak level analysis F3 may be performed on the basis
of the enveloped time domain signal Sg,;- delivered by the
enveloper 250. The signal Sz, is also referred to as S,
The peak level analysis F3 is adapted to monitor the signal for
the duration of a peak monitoring period P, for the purpose
of establishing the maximum amplitude level.

The peak amplitude may be indicative of Oil film thickness
in a monitored bearing. Hence, the detected peak amplitude
may be indicative of separation between the metal surfaces in
the rolling interface. The oil film thickness may depend on
lubricant supply and/or on alignment of the shaft. Moreover,
the oil film thickness may depend on the load on the shaft, i.e.
on the force with which metal surfaces are pressed together,
the metal surfaces being e.g. that of a bearing and that of a
shaft.

The actual detected value of the maximum amplitude level
may also depend on the mechanical state of the bearing sur-
faces, .i.e the condition of the bearing assembly. Accordingly,
the detected value of the maximum amplitude level may
depend on roughness of the metal surfaces in the rolling
interface, and/or damage to a metal surface in the rolling
interface. The detected value of the maximum amplitude level
may also depend on the occurrence of a loose particle in the
bearing assembly.

FIG. 6A illustrates a schematic block diagram of an
embodiment of the pre-processor 200 according to an
embodiment of the present invention. In this embodiment the
digital measurement data signal S, is coupled to a digital
band pass filter 240 having a lower cutoff frequency {; -, an
upper cutoff frequency f,,~ and passband bandwidth between
the upper and lower cutoff frequencies.
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The output from the digital band pass filter 240 is con-
nected to a digital enveloper 250. According to an embodi-
ment of the invention the signal output from the enveloper 250
is delivered to an output 260. The output 260 of the pre-
processor 200 is coupled to output 210 of digital signal pro-
cessing means 180 for delivery to the input 220 of evaluator
230.

The upper and lower cutoft frequencies of the digital band
pass filter 240 may selected so that the frequency components
of the signal S,,,, at the resonance frequency fy,, for the
sensor are in the passband bandwidth. As mentioned above,
an amplification of the mechanical vibration is achieved by
the sensor being mechanically resonant at the resonance fre-
quency fx,, Accordingly the analogue measurement signal
Sz, reflects an amplified value of the vibrations at and around
the resonance frequency fy,, Hence, the band pass filter
according to the FIG. 6 embodiment advantageously sup-
presses the signal at frequencies below and above resonance
frequency fy,,, so as to further enhance the components of the
measurement signal at the resonance frequency f,, More-
over, the digital band pass filter 240 advantageously further
reduces noise inherently included in the measurement signal,
since any noise components below the lower cutoff frequency
f; » and above upper cutoff frequency f, - are also eliminated
or reduced. Hence, when using a resonant Shock Pulse Mea-
surement sensor 10 having a mechanical resonance frequency
Tz, 10 a range from a lowest resonance frequency value f, .
to a highest resonance frequency value fy, ., the digital band
pass filter 240 may be designed to having a lower cutoff
frequency f, ~t:,,, and an upper cutoff frequency
T c=fras- According to an embodiment the lower cutoff
frequency f; ~fz,,,=28 kHz, and the upper cutoff frequency
o cfrar~37 kHz.

According to another embodiment the mechanical reso-
nance frequency fy,,is somewhere in the range from 30 kHz
to 35 kHz, and the digital band pass filter 240 may then be
designed to having a lower cutoft frequency f; =30 kHz and
an upper cutoff frequency ;=35 kHz.

According to another embodiment the digital band pass
filter 240 may be designed to have a lower cutoff frequency
f; - being lower than the lowest resonance frequency value
fras and an upper cutoff frequency f,, being higher than the
highest resonance frequency value f,, . For example the
mechanical resonance frequency fr,, may be a frequency in
the range from 30 kHz to 35 kHz, and the digital band pass
filter 240 may then be designed to having a lower cutoff
frequency f; =17 kHz, and an upper cutoft frequency f,,=36
kHz.

Accordingly, the digital band pass filter 240 may deliver a
passband digital measurement data signal Sp having an
advantageously low out-of-band noise content and reflecting
mechanical vibrations in the passband. The passband digital
measurement data signal S may be delivered to an enveloper
250.

The digital enveloper 250 accordingly receives the pass-
band digital measurement data signal S, which may reflect a
signal having positive as well as negative amplitudes. With
reference to FIG. 6A, the received signal is rectified by a
digital rectifier 270, and the rectified signal may be filtered by
an optional low pass filter 280 so as to produce a digital
envelop signal Sz, ;-

Accordingly, the signal S, is a digital representation of
an envelope signal being produced in response to the filtered
measurement data signal S;. According to some embodi-
ments of the invention the optional low pass filter 280 may be
eliminated.
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According to the FIG. 6 A embodiment of the invention the
signal Sz, is delivered to the output 260 of pre-processor
200. Hence, according to an embodiment of the invention the
pre-processed digital signal S, ,,» delivered on the output 210
(FIG. 5) is the digital envelop signal S~

Whereas prior art analogue devices for generating an
envelop signal in response to a measurement signal employs
an analogue rectifier which inherently leads to a biasing error
being introduced in the resulting signal, the digital enveloper
250 will advantageously produce a true rectification without
any biasing errors. Accordingly, the digital envelop signal
S zvWill have a good Signal-to-Noise Ratio, since the sensor
being mechanically resonant at the resonance frequency in
the passband of the digital band pass filter 240 leads to a high
signal amplitude and the signal processing being performed
in the digital domain eliminates addition of noise and elimi-
nates addition of biasing errors.

With reference to FIG. 5 the pre-processed digital signal
Samop 18 delivered to input 220 of the evaluator 230.

According to another embodiment, the filter 240 is a high
pass filter having a cut-off frequency f; .. This embodiment
simplifies the design by replacing the band-pass filter with a
high-pass filter 240, thereby leaving the low pass filtering to
another low pass filter downstream, such as the low pass filter
280. The cut-off frequency f; - of the high pass filter 240 is
selected to approximately the value of the lowest expected
mechanical resonance frequency value fy,,, of the resonant
Shock Pulse Measurement sensor 10. When the mechanical
resonance frequency fy,, is somewhere in the range from 30
kHz to 35 kHz, the high pass filter 240 may be designed to
having a lower cutoff frequency f; =30 kHz. The high-pass
filtered signal is then passed to the rectifier 270 and on to the
low pass filter 280.

According to an embodiment it should be possible to use
sensors 10 having a resonance frequency somewhere in the
range from 20 kHzto 35 kHz. In order to achieve this, the high
pass filter 240 may be designed to having a lower cutoff
frequency f; =20 kHz.

FIG. 6B illustrates an embodiment according to which the
digital band pass filter 240 delivers the filtered signal S to the
digital rectifier 270, and the rectifier 270 delivers the rectified
signal S, directly to a condition analyzer 290 (See FIG. 7 in
conjunction with FIG. 6B).

FIG. 7 illustrates an embodiment of the evaluator 230 (See
also FIG. 5). The FIG. 7 embodiment of the evaluator 230
includes the condition analyser 290 adapted to receive a pre-
processed digital signal S, indicative of the condition of
the machine 6. The condition analyser 290 can be controlled
to perform a selected condition analysis function 105 by
means of a selection signal delivered on a control input 300.
Examples of condition analysis functions 105 are schemati-
cally illustrated as boxes in FIG. 7. The selection signal
delivered on control input 300 may be generated by means of
user interaction with the user interface 102 (See FIG. 2A).

As mentioned above, the analysis apparatus 14 may
include a Peak level analysis function F3, 105 (See FIG. 4 &
FIG. 7).

According to an embodiment of the invention the Peak
level analysis function may be performed by the condition
analyser 290 in response to activation via control input 300. In
response to the peak level analysis activation signal, the ana-
lyzer 290 will activate a peak level analyzer 400 (See FIG. 7),
and the digital measurement signal SMDP will be passed to
an input of the peak level analyzer 400.

The peak level analyzer 400 is adapted to monitor the
signal for the duration of a peak monitoring time T, for the
purpose of establishing a maximum amplitude level A,
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indicative of the mechanical state of the monitored part, i.e.
bearings 7 and/or shaft 8. The maximum amplitude level A .4
may also be referred to as representative peak amplitude A ..

As mentioned above, the peak amplitude detected in the
measurement signal may, when the peak amplitude value
originates from a mechanical vibration in the monitored
machine, be indicative of the condition of the machine. When
a bearing assembly is monitored, the peak amplitude value
may be indicative of the condition of the bearing assembly. In
fact, the peak amplitude value may be indicative of Oil film
thickness in a monitored bearing. Hence, the detected peak
amplitude may be indicative of separation between the metal
surfaces in the rolling interface. The oil film thickness may
depend on lubricant supply and/or on alignment of the shaft.
Moreover, the oil film thickness may depend on the load on
the shaft, i.e. on the force with which metal surfaces are
pressed together, the metal surfaces being e.g. that of a bear-
ing and that of a shaft. The actual detected value of the
maximum amplitude level may also depend on the mechani-
cal state of the bearing surfaces.

However, the ability to correctly indicate the condition of
the rotational part based on a detected peak amplitude value
requires that the detected peak amplitude value really does
originate from the rotational part. Machines in an industry,
such as a e.g. a paper mill may be exerted to mechanical
impacts from tools or other machinery, which may cause
mechanical vibrations or shock waves in the monitored
machine. Hence, a peak amplitude level in the digital mea-
surement signal may be caused by the environment of the
machine, in which case the actual highest amplitude value
detected in the digital measurement signal may have nothing
to do with the condition of the monitored machine part 8. For
the purpose of this document, such peak amplitude levels in
the digital measurement signal that do not depend on the
mechanical state of the monitored part 8 are regarded as noise.
Moreover, electrical fields in the environment of the sensor or
in the vicinity of conductors of the condition analysis system
may interfere to give rise to peak voltage amplitudes in the
measuring signal. Such peak voltage amplitudes may also be
regarded as noise.

The inventor realized that there is a particularly high noise
level in the mechanical vibrations of certain machinery, and
that such noise levels hamper the detection of machine dam-
ages. Hence, for some types of machinery, conventional
methods for preventive condition monitoring have failed to
provide sufficiently early and/or reliable warning of on-com-
ing deteriorating conditions. The inventor concluded that
there may exist a mechanical vibration V,,, indicative of a
deteriorated condition in such machinery, but that conven-
tional methods for correctly detecting such a vibration may
hitherto have been inadequate.

The inventor also realized that machines having slowly
rotating parts were among the types of machinery for which
conventional methods for preventive condition monitoring
have failed to provide sufficiently reliable warning of on-
coming deteriorating conditions.

Having realized that a particularly high noise level in the
mechanical vibrations of certain machinery hampers the
detection of machine damages, the inventor came up with a
method for enabling a more reliable detection of a signal peak
amplitude level which is indicative of an incipient damage of
a rotational part 8 of the monitored machine 6.

However, tests have indicated that, even in a laboratory
environment where there is very little or no noise, the detected
peak level for a rotational part often varies, i.e. each revolu-
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tion of a rotational shaft does not produce identical peak
levels. After careful study of such amplitude levels the inven-
tor concluded that

the amplitude levels emanating from rotation of a moni-

tored rotational part closely follow the normal distribu-
tion, also referred to as the Gaussian distribution; and
that
it is necessary to record the amplitude levels originating
from plural revolutions of a rotational part in order to
detect a relevant true peak value which may be used for
accurate determination of the condition of the monitored
rotational part.
In this context, it should be noted that the normal distribu-
tion is a probability distribution that describes data that clus-
ter around the mean. The graph of the associated probability
density function is bell-shaped, with a peak at the mean, and
is known as the Gaussian function or bell curve.
FIG. 81is a schematic illustration of a rectified signal S that
could be delivered by rectifier 270 (FIG. 6B) to peak analyzer
400 (FIG. 7). FIG. 5 in conjunction with FIG. 6B and FIG. 7
provide an overview of an embodiment of the analysis appa-
ratus. The peak level analysis F3 (See FIG. 7 & FIG. 4) is
adapted to monitor the signal for the duration of a peak
monitoring period T, for the purpose of establishing a rel-
evant maximum amplitude level. In the example illustrated in
FIG. 8 the monitoring period T,, corresponds to 14 revolu-
tions of the monitored rotational part. Single revolutions of
the monitored rotational part are indicated by reference 405 in
FIG. 8.
Accordingly, by defining the monitoring period T,,, in
terms of a number of revolutions of the rotational part to be
monitored, rather than in terms of a certain time period, the
quality of the analysis in improved. More precisely, the inven-
tor realized that when the number of detected peak values A,
is seen in relation to the amount R of revolution of the moni-
tored rotatable part during the measurement, statistical meth-
ods may be employed so as to achieve an increased quality of
the resulting peak amplitude value.
The inventor realized that if the distribution of detected
peak amplitude values A, resembles the Gaussian distribu-
tion it could be concluded that one revolution of a shaft may
result in a different set of peak amplitude values than another
revolution of the same shaft.
An embodiment of the method comprises the steps of:
receiving a first digital signal dependent on mechanical
vibrations emanating from rotation of said part;

analysing said first digital signal so as to detect peak ampli-
tude values Ap during a finite time period T, ,, said finite
time period corresponding to a certain amount R of
revolution of said rotatable part. The certain amount R of
revolution should correspond to more than one revolu-
tion of said monitored rotatable part. The method further
comprises

defining a plurality N of amplitude ranges R ,;

sorting said detected peak amplitude values Ap into corre-

sponding amplitude ranges R , so as to reflect occurrence
N of detected peak amplitude values Ap within said
plurality of amplitude ranges.

FIG. 9 illustrates a histogram resulting from a measure-
ment wherein the measuring time period T, ,corresponded to
fourteen (R=14) revolutions of the monitored rotatable part
under laboratory conditions without any noise, i.e. each one
of'the illustrated black dots corresponds to one detected peak
amplitude value A,. Hence, the “certain amount of revolu-
tion” is R=14.0 revolutions, and the finite time period T,,,
was the time it took for the monitored part 8 to revolve 14
revolutions. The monitored part 8 may be a shaft. Hence,
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according to embodiments of the invention the measuring
time period T,,, may depend on the speed of rotation of the
rotatable part so that when the monitored rotational part
rotates at slower speed the measuring time period T 5, ,will be
longer, and when the monitored rotational part rotates at
higher speed the measuring time period T,, will be shorter.

Based on the knowledge that the measurement was made
during R=14 full revolutions of the monitored part, and
assuming that a highest peak amplitude value is detected once
per revolution, it can be seen from FIG. 9 that the top fourteen
(14) detected amplitude values do vary a bit, the highest
amplitude being indicated by reference 410 and the 14” high-
est amplitude range being indicated by reference 420. Hence,
from FIG. 9 it may be deduced that the peak amplitude value
A, detected during one revolution often differs from the peak
amplitude value detected during another revolution. In other
words, if measurement were done during a single revolution,
then plural single-revolution-measurements on the same
shaft would result in rather large variations in the detected
peak value.

The inventor realized that it is desirable to achieve a mea-
surement procedure which is reliable in the sense that it
should provide repeatable results. Hence, when the measure-
ment procedure is repeatedly performed on the same rota-
tional part so that plural monitoring periods Tpus, Topms
Trams Tongas Tongs result in measurement results in the form
of plural representative peak amplitude values Apz;, Apgs,
Aprs, Apg, being produced in immediate temporal succes-
sion, then it is desirable that these plural representative peak
amplitude values Az, Aprs, Apgs, Apg, have substantially
the same numerical value.

Finite Time Period for Peak Value Detection

By performing numerous test measurements in a labora-
tory environment where there is very little or no noise, the
inventor concluded that it is desirable to monitor a rotating
part for the during a finite time period T, corresponding to
several revolutions R in order to detect a true peak amplitude
value A, which is indicative of the mechanical state of the
monitored part, i.e. bearings 7 and/or shaft 8. In this context
the true peak amplitude value A, is true in the sense that it
truly originates from a mechanical vibration V, ,,, caused by a
relative movement between metal surfaces in a monitored
part, such as e.g. a bearing ball and an inner ring surface, and
not from any noise or disturbance. In effect the selection of
the value for the parameter R is a question which needs
careful weighing up, since monitoring during a single revo-
Iution, i.e. R=1, is likely to result in a too low peak amplitude
value A, which therefore may be inadequate for indicating
the mechanical state of the monitored rotating part. On the
other hand, if the rotating part is monitored for an extremely
long time, nearing eternity in statistical terms, the detected
peak amplitude value A, will slowly increase to infinity,
which in reality means that after an extremely long period of
operation a rotating part associated with a bearing assembly
will break. Accordingly, the inventor concluded that it is
necessary to find a balanced value for the parameter R, so as
to on the one hand having a high enough R-value to detect a
true peak amplitude value A, which is indicative of the
mechanical state of the monitored part, while on the other
hand a low enough R-value so as to keep the duration of the
measuring time period T, at a reasonable finite duration.

Based on numerous test measurements in substantially
noise free conditions, the inventor concluded that it is desir-
able to monitor a rotating part during a finite time period T,
corresponding to a certain amount R of revolution of said
rotatable part; said certain amount R of revolution corre-
sponding to at least eight (R=8) revolutions of said monitored
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rotatable part in order to actually detect a true peak amplitude
value A, which is indicative of the mechanical state of the
monitored part. Based on these test measurements, the inven-
tor concluded that monitoring the rotating part during a finite
time period T,,,corresponding to at least ten (R=10) revolu-
tions of said monitored rotatable part renders a more accurate
true peak amplitude value A, i.e. a true peak amplitude
value A ,-which is more accurately indicative of the mechani-
cal state of the monitored part. This conclusion is based on
tests indicating that a further increase of the monitoring time
period T,,, to a finite duration of more than ten (R=10)
revolutions, in an environment free from noise, may lead to a
detection of a higher true peak amplitude value A, but the
increase in detected true peak amplitude value A, is small in
relation to the increased monitoring time period T, ,.

When measuring and collecting peak amplitude values k
during a time period T, corresponding to R=14 full revolu-
tions of the monitored part, and thereafter organising the peak
amplitude values k in a histogram, as illustrated in FIG. 9, the
peak amplitude values k sorted into the amplitude level 420
for the 14.th highest detected amplitude is very stable. It can
be seen from the histogram in FIG. 9 that four peak ampli-
tudes were detected at that amplitude range 420. Accordingly,
a stable measurement value, i.e. repeatedly providing sub-
stantially the same peak amplitude when performing plural
measurements on the same rotating part, may be achieved by
focusing on the R:th highest amplitude, wherein R is a num-
ber indicative of the number of revolutions performed by the
monitored part during the peak level monitoring time T, .

An embodiment of the invention therefore includes a
method of operating an apparatus for analysing the condition
of' a machine having a part rotating with a speed of rotation
fror comprising the steps of:

receiving a first digital signal S, ,,, S, S dependent on

mechanical vibrations emanating from rotation of said
part;
analysing said first digital signal so as to detect peak ampli-
tude values Ap during a finite time period T,,, said finite
time period corresponding to a certain amount R of
revolution of said rotatable part; said certain amount R
of revolution corresponding to more than one revolution
of said monitored rotatable part;
sorting said detected peak amplitude values Ap into corre-
sponding amplitude ranges so as to reflect occurrence N
of detected peak amplitude values Ap within a plurality
N, of amplitude ranges;

estimating a representative peak amplitude value A, in
dependence on said sorted peak amplitude values Ap and
said certain amount R.

According to an advantageous embodiment the estimation
includes selecting the R:th highest amplitude to be said rep-
resentative peak amplitude value A 5.

Reducing or Eliminating Noise

FIG. 10 illustrates a histogram resulting from a measure-
ment wherein the peak level monitoring time T,,, corre-
sponded to fourteen (14) revolutions of the monitored rotat-
able part. The FIG. 10 histogram is the result of an experiment
wherein two very high amplitude mechanical disturbances
430, 440 were generated during the peak level monitoring
time T, ,. The two signal peaks corresponding to the two very
high amplitude mechanical disturbances 430, 440 are also
illustrated in FIG. 8. It is to be understood that the two high
amplitude mechanical disturbances 430, 440 were not caused
by any damage in the monitored rotational part. Hence, the
two high amplitude mechanical disturbances 430, 440 are to
be regarded as noise.
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Experience and a multitude of measurements have indi-
cated that when monitoring a machine having a part rotating
with a speed of rotation the highest peak amplitude value
emanating from an incipient damage is a very relevant ampli-
tude value for the purposes of predictive maintenance.

However, since the highest peak amplitude value does not
appear every time the monitored shaft revolves one full revo-
Iution, it will be necessary to monitor a rotatable part for the
duration of a time allowing plural revolutions. Unfortunately,
however, in a real life situation a longer measuring time often
increases the noise level in the measuring signal. In an indus-
trial environment, such as a paper mill, other machinery in the
vicinity of the monitored machine may cause mechanical
vibrations or shock pulses from time to time, and the longer
the measuring time the greater the risk that such external
mechanical vibrations cause the highest detected peak ampli-
tude levels. For these reasons the measurement procedure,
intended to provide a reliable and repetitively achievable
representative peak amplitude value, needs to satisfy the
opposing requirements of:

on the one hand involving measurement over sufficiently

long time to collect peak amplitude values over plural
revolutions of the monitored rotational part so as to
collect a peak amplitude value which is representative of
the highest peak amplitude value caused by the condi-
tion of the monitored rotational part, while

on the other hand avoiding the measurement procedure

requiring such a long time that noise caused by e.g. other
machinery in an industrial environment corrupts the
measurement results.

According to an embodiment of the invention the R:th
highest amplitude is selected to be a representative peak
amplitude value A .. This embodiment advantageously leads
to reduced or eliminated impact of high amplitude noise on
the resulting representative peak amplitude value A .. This
advantageous effect is understood by studying and comparing
FIGS. 9 and 10. Both of the histograms of FIGS. 9 and 10
illustrate a histograms resulting from a measurement duration
period T,,,, said measurement duration period T, corre-
sponding to a certain amount R=14 revolutions of said rotat-
able part. FIG. 9 illustrates a histogram resulting from a
measurement without any noise, whereas FIG. 10 illustrates a
histogram resulting from another measurement where high
amplitude noise was introduced during the measurement.
Selection of the R:th highest amplitude as representative peak
amplitude value A, leads to repeatable results, even when
exerted to noise. Hence, when the measurement procedure is
repeatedly performed on the same rotational part so that plu-
ral monitoring periods Tz, Tonms Tongss Tonms Tongs result
in measurement results in the form of plural representative
peak amplitude values Apz, Apgs, Apgs, Apgrs being pro-
duced in immediate temporal succession, these plural repre-
sentative peak amplitude values Aoz, Apgos Aprss Aprs have
substantially the same numerical value, when the R:th highest
amplitude is selected to be a representative peak amplitude
value A . and the measurement duration periods T, ,,, T 1,
Trams Tonms Toars correspond to R revolutions of said rotat-
able part. Starting from the right hand side and identifying
14:th highest amplitude value, leads to substantially the same
amplitude level, both inthe case of FIG. 9 and FIG. 10. Hence,
the amplitude level of the R:th highest amplitude value may
advantageously be selected representative peak amplitude
value A, according to an embodiment.

However, the nature of the Gaussian function or bell curve
is such that the frequency of low amplitude values actually
can tell us something about the amplitude of the not-so-
frequent highest peak amplitude values.
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According to an aspect of the invention, the method
includes estimating a representative peak amplitude value
(Apg) in dependence on said sorted peak amplitude values
(Ap) and said certain amount (R).

According to an embodiment the estimation step includes
the creation of an accumulated histogram.

Setting Up an Analysis Apparatus for Performing Peak Level
Analysis

FIG. 11A is a flow chart illustrating an embodiment of a
method of operating the apparatus 14 so as to set it up for
performing peak level condition analysis. The method
according to FIG. 11A may be performed when an embodi-
ment of the analysis function F3 (See FIG. 4 & FIG. 7) is run
on the processor 50 (See FIG. 2A).

In a step S10 a parameter value R is set, and in another
optional step S20 a parameter n may be set. According to an
embodiment the parameter values R and n, respectively, may
be set in connection with the manufacturing or in connection
with delivery of the measurement apparatus 14. Accordingly
the parameter values R and n may be preset by the manufac-
turer of apparatus 14, and these values may be stored in the
non-volatile memory 52 or in the non-volatile memory 60
(See FIG. 2A).

Alternatively, the parameter values R and n may be set by
the user of the apparatus 14 prior to performing a measure-
ment session. The parameter values R and n may be set by the
user by means of the user interface 102, 107 described in
connection with FIG. 2A.

A Method of Measurement and Data Collection

FIG. 11B is a flow chart illustrating an embodiment of a
method of operating the apparatus 14 so as to perform peak
level condition analysis. The method according to FIG. 11B
may be performed when an embodiment of the analysis func-
tion F3 (See FIG. 4 & FIG. 7) is run on the processor 50 (See
FIG. 2A).

In astep S50 a current speed value {5, is read, and stored
in a data memory 52. When the part 8 to be monitored is
rotating with a constant speed of rotation, the speed value
frormay be entered by a user via the user interface 102 (FIG.
2A). When the rotational speed f; .- of the monitored part is
variable, a speed detector 450 (See FIG. 1 & FIG. 5) may be
provided to deliver a signal indicative of the speed of rotation
fror of the shaft 8. The speed of rotation f,, of the shaft 8
may be provided in terms of revolutions per second, rps, i.e.
Hertz (Hz) to an input 460 of means 180 for digital signal
processing (See FIG. 5) so that it can be used by the processor
50 (See FIG. 2A) when running the program to execute the
peak amplitude analysis function.

In step S60 additional preparations for the measurement
session step S70 are performed.

The preparations of step S60 may include preparing a
suitable table 470 for data to be collected. FIG. 13B is a
schematic illustration of plural memory positions arranged as
a table 470, and suitable for storage of data to be collected.
The table 470 may be stored in the memory 52 (FIG. 2A) or
in a memory internal to the processor 50.

FIG. 13A illustrates a histogram having plural amplitude
bins 500, individually referred to by references rl to r750,
each amplitude binrl .. .r750 representing an amplitude level
A,. Although FIG. 13 shows 750 (seven hundred and fifty)
amplitude bins, that is just an example value. The number of
amplitude bins may be set to a suitable number in step S60
(FIG. 11B) by the user, via user interface 102 (FIG. 2A). FIG.
13A is comparable with FIG. 10, both figures illustrating a
number of amplitude bins along one axis 480, and occurrence
of detected peak amplitude values along another axis 490.
However, in the illustration of FIG. 13 A no values have been
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plotted in the histogram. The amplitude axis 480 may have a
certain resolution, which may also be settable by the user, via
the user interface 102. Alternatively the resolution of the
amplitude axis 480 may be preset. According to an embodi-
ment the resolution of the amplitude axis 480 may be sett0 0.2
dB, and the amplitudes to be recorded may span from a lowest
amplitude of A,,=-50 dB to a highest amplitude value
A,5,=+100 dB.

With reference to FIG. 13B, the illustrated table is a rep-
resentation of the histogram shown in FIG. 13A, having
amplitude bins 500, individually referred to by references rl
to r750, each amplitude bin rl1 . . . r750 representing an
amplitude level A,. The table 470 also includes memory posi-
tions 510 for amplitude values Ar, and memory positions 520
for variables N, reflecting the occurrence.

Binrl is associated with an amplitude value A, and with a
memory position for a variable N, for storing a value indi-
cating how many times the amplitude Arl has been detected.

In step S60 (FIG. 11B), before the start of a measuring
session S70, all the occurrence variables N, to N, may be
set to zero (0). Thereafter the measuring session S70 may
begin.

The measuring session s70 may include receiving a first
digital signal Sy, S, dependent on mechanical vibrations
emanating from rotation of said part (See FIG. 6B & FIG. 7);
and

analysing said first digital signal S, S, s0 as to detect

peak amplitude values Ap during a finite time period
T5,,, said finite time period corresponding to a certain
amount R of revolution of said rotatable part 8; said
certain amount R of revolution corresponding to more
than one revolution of said monitored rotatable part; and
sorting said detected peak amplitude values Ap into corre-
sponding amplitude ranges 500 so as to reflect occur-
rence N of detected peak amplitude values Ap within
said plurality of amplitude ranges 500 (See FIG. 13B).

The duration of the measurement session is controlled in
dependence of the amount of revolution of the rotating part,
so that the rotating part rotates at least R revolutions, as
mentioned above. Step S80 in FIG. 11B represents the step of
controlling the duration of the finite time period T,, accord-
ingly. A revolution counter may be provided to monitor the
signal f,, s0 as to ascertain that the measurement session
continues for the duration of the finite time period T,,,, cor-
responding to the certain amount R of revolution of said
rotatable part 8. Alternatively, the detector 450 may generate
a signal indicative of the amount of revolution, and the dura-
tion of measurement may be controlled solely in dependence
on the amount of revolution of the rotatable part 8, irrespec-
tive of time. Alternatively, the duration T,,, of the measure-
ment session is controlled in dependence of time information
provided by the clock 190 (FIG. 5) in conjunction with speed
of rotation information {5, delivered by detector 450 so that
the duration T, is adapted to ensure that the monitoring is
performed for the desired amount of rotation n*R. In this
connection it is noted that R is a positive number larger than
one, and n is a positive number equal to one (1) or larger than
one (1). The parameter R may be an integer, but it may
alternatively be a decimal number. The parameter n may be an
integer, but it may alternatively be a decimal number. In the
example shown in FIG. 8 above, parameter R=14 and param-
eter n=1.

In a step S90 (FIG. 11B) a representative peak amplitude
value A,y is established on the basis of the peak amplitude
values Ap collected in the measurement session S70.
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FIG. 12A is a flow chart illustrating an embodiment of a
method of performing step S70 so as to perform the peak level
measurement session.
In a step S100 a digital signal S, S,,,» dependent on
mechanical vibrations is received by peak level analyzer 400
(See FIG. 7). When a signal peak is detected (Step S110), the
peak amplitude value of the detected peak is measured (Step
S120), and a corresponding amplitude range r;, also referred
to as amplitude range bin, is identified in step S130 (See FIG.
12A in conjunction with FIG. 13B).
In a step S140 the corresponding occurrence counter value
Nri is increased by one unit so as to reflect detection of a peak
in that amplitude range bin r,.
Thereafter step S80 in FIG. 11B is performed so as to
determine whether the measuring session is complete or
should continue. Ifis to continue, then steps S100 to S140 are
repeated, i.e. step S70 in FIG. 11 is performed again.
When step S80 determines that the measurement session is
complete, a representative peak amplitude value A . is estab-
lished (S90) on the basis of the peak amplitude values Ap
collected in the measurement session S70, as mentioned
above.
According to an embodiment, the representative peak
amplitude value A . is compared with a reference value such
that the comparison is indicative of the condition of the moni-
tored part. The reference value may be a preset value corre-
sponding to the monitored part. According to an embodiment,
the reference value may be a representative peak amplitude
value A, which was established by measurement on the
same the monitored part at an earlier time, e.g. when the part
was new or freshly renovated. According to an embodiment
the above described functions
F7=storage of condition data in a writeable information car-
rier on said machine, and/or
F8=storage of condition data in a writeable information car-
rier 52 in said apparatus, and/or

F12=Retrieval of condition data from a writeable information
carrier 58 on said machine and/or

F13=Performing Peak level analysis F3 and performing func-
tion F12 “Retrieval of condition data from a writeable

information carrier 58 on said machine” so as to enable a

comparison or trending based on current Peak level data

and historical Peak level data, are employed.
Establishing Further Improved Representative Peak Value
and Noise Resection

Whereas the measurement results as illustrated in FIG. 9
reflect a highest peak amplitude 410 detected during R=14
revolutions under substantially noise free conditions, the
highest peak 430 in the measurement session illustrated in
FIG. 10, detected during R=14 revolutions, was generated in
response to a disturbance, i.e. it reflects noise, and as such the
peak 430 does not carry any information about the condition
of the rotating part 8. Accordingly, it is desirable to obtain a
representative peak amplitude value A, which is based on
signal values reflecting measurement values delivered by the
sensor 10 in dependence on vibrations emanating from the
shaft and/or bearing when the shaft rotates. In particular when
it comes to measurement on slowly rotating parts, which
inherently requires a longer measuring period T,,, when
measurement is to be performed over a certain predetermined
amount of revolution R, the amount of noise may also be
increased due to the longer duration of the measuring session
required because of the slower rotational speed. Hence, there
exists a need for a sturdy measurement method capable of
rejecting noise.

In a wind turbine application the shaft whose bearing is
analyzed may rotate at a speed of less than 120 revolutions per
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minute, i.e. the shaft rotational frequency fROT is less than 2
revolutions per second (rps). Sometimes such a shaft to be
analyzed rotates at a speed of less than 50 revolutions per
minute (rpm), i.e. a shaft rotational frequency fROT of less
than 0.83 rps. In fact the speed of rotation may typically be
less than 15 rpm. Whereas a shaft having a rotational speed of
1715 rpm, as discussed in the above mentioned book, pro-
duces 500 revolutions in just 17.5 seconds; a shaft rotating at
50 revolutions per minute takes ten minutes to produce 500
revolutions. Certain large wind power stations have shafts
that may typically rotate at 12 RPM=0.2 rps. At 12 rpm it
takes more than four minutes to complete fifty revolutions,
and accordingly the risk for impact noise occurring during the
measurement is a lot higher when the peak level analysis is to
be performed on a rotating part having such a low rotational
speed. Similarly certain machine parts in paper mills also
rotate at a speed of less than 50 rpm.

As mentioned above, the inventor concluded that it is desir-
able to monitor a rotating part during a finite time period T,
corresponding to a certain amount R of revolution of said
rotatable part; said certain amount R of revolution corre-
sponding to plural revolutions of said monitored rotatable
part in order to actually detect a peak amplitude value A,
which is indicative of the mechanical state of the monitored
part. However, the inventor concluded that it is preferable to
monitor a rotating part during a finite time period T, corre-
sponding to a certain amount R of revolution of said rotatable
part; said certain amount R of revolution corresponding to at
least eight (R=8) revolutions of said monitored rotatable part
in order to actually detect a true peak amplitude value A,
which is indicative of the mechanical state of the monitored
part. This conclusion was based on numerous test measure-
ments in substantially noise free conditions. Hence, monitor-
ing a rotating part during a finite time period T », ,correspond-
ing to at least n*R revolutions, wherein n is a number having
a numerical value of at least two and R has a numerical value
of at least 8, and selecting the n:th highest detected peak
amplitude as a representative peak amplitude value A o, will
deliver a measured peak amplitude value A, which statisti-
cally occurs once in R revolutions, while rejecting the n-1
highest peak values as potential noise peaks. Accordingly,
this embodiment of the invention renders a peak amplitude
value A . which is very accurately indicative of the mechani-
cal state of the monitored part.

Asmentioned above, the inventor also concluded, based on
the test measurements, that monitoring the rotating part dur-
ing a finite time period Tj,, corresponding to at least ten
revolutions (R=10) of said monitored rotatable part may ren-
der an even more accurate true peak amplitude value A, i.e.
a true peak amplitude value A, which is more accurately
indicative of the mechanical state of the monitored part.
Moreover, the inventor concluded that the tests indicate that a
further increase of the monitoring time period T, to a finite
duration of more than ten revolutions (R>10), in an environ-
ment free from noise, may lead to a detection of a higher true
peak amplitude value A, but the increase in detected true
peak amplitude value A, is small in relation to the increased
monitoring time period Tp,,.

Accordingly, the inventor concluded that a problem to be
solved is: How to identify a peak amplitude value which
statistically occurs once in R revolutions, while satisfying the
conflicting requirements of obtaining as accurate as possible
a measured peak amplitude value and while minimizing the
measuring duration and achieving rejection of peaks that are
due to noise.

FIG. 14A is a flow chart illustrating an embodiment of a
method for establishing a representative peak amplitude
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value A, on the basis of the peak amplitude values Ap
collected in the measurement session S70 (See FIG. 11A).
The method of the FIG. 14A embodiment illustrates a manner
by which high amplitude noise may be rejected. Accordingly
the method according to FIG. 14A may advantageously be
employed for peak level analysis of rotatable parts having a
speed of less than 50 rpm.

In a step S150 data relevant for the analysis is read. This
includes the value of the parameter R, used in the measuring
session S70, and the value of the parameter n. It may also
include the peak value measurement data in histogram for-
mat, as illustrated in FIG. 13A, 13B or 13C. The peak value
measurement data to be analyzed may be the data collected as
described above, e.g. in connection with steps S70 & S80
above and/or as described in connection with FIG. 12A or
12B.

In step S160, identify the top n:th highest detected peak
amplitude value. Referring to FIG. 13B, and assuming data is
sorted so that the highest amplitude bin is at the right hand
side of the FIG. 13B table (i.e. amplitude A, 5., associated
with bin r.5,, represents the highest detectable amplitude
value), this means beginning with occurrence N, 5, moving
left and adding occurrence values N, until the sum equals n.
Having found the n:th highest detected amplitude, the subse-
quent step S170 includes identifying the amplitude bin 1,
representing the n:th highest detected peak amplitude value
and the corresponding amplitude value A,,.

Inthe subsequent step S180, select the identified amplitude
value A, to be an estimate of the representative peak ampli-
tude Apz:

Apri=4,;

Accordingly, an embodiment of the invention includes a
method of operating an apparatus for analysing the condition
of' a machine having a part rotating with a speed of rotation
fror comprising the steps of:

receiving a first digital signal S,,,, Sz, Sz dependent on

mechanical vibrations emanating from rotation of said
part;

analysing said first digital signal so as to detect peak ampli-

tude values Ap during a finite time period T,,, said finite
time period corresponding to a certain amount of revo-
Iution of said rotatable part; said certain amount of revo-
Iution corresponding to more than one revolution of said
monitored rotatable part;

sorting each said detected peak amplitude value Ap into a

corresponding amplitude bin 500, r,-r,5, (See FIGS.
13B and 13C) so as to reflect occurrence N of detected
peak amplitude values Ap within a plurality N, of ampli-
tude ranges;

estimating a representative peak amplitude value A, in

dependence on said sorted peak amplitude values Ap and
said certain amount of revolution; wherein

said certain amount of revolution includes at least n*R

revolutions, wherein
n is a number having a numerical value of at least two and
R corresponds to several revolutions, and wherein

the estimation step includes selecting the n:th highest
detected peak amplitude as a representative peak ampli-
tude value A ..

This solution advantageously rejects the n-1 highest
amplitude peak values as noise, and delivers the n:th largest
amplitude peak value as a representative peak amplitude
value APR. According to this embodiment the duration of a
measurement session, expressed in number of revolutions,
will be n*R, and the number of rejected noise peak values is
n-1.
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According to an embodiment, n is a number having a
numerical value of at least two and R has a numerical value of
at least 8, rendering measurement and collection of peak
amplitude values during at least n*R=2*8=16 revolutions of
the monitored part (Steps S70 and S80 in FIG. 11B).

According to a preferred embodiment, referring to steps
S10 and S20in FIG. 11A, the parameter R is set to at least 10,
and parameter n is set to 5, rendering measurement and col-
lection of peak amplitude values during n*R=5*10=50 revo-
Iutions of the monitored part (Steps S70 and S80 in FIG.
11B).

If a true peak value is generated at least once in R revolu-
tions, and there is also some high amplitude noise in the form
of false peak values, then according to this embodiment the
four highest peak values may be rejected and the method will
still identify a true peak value in the form of the n:th largest
detected peak value, i.e. the fifth largest detected peak value.
Accordingly, assuming that the amount of high amplitude
disturbance results in at the most four of the top five peak
values, this embodiment delivers the amplitude of the 5:th
largest peak value as a representative peak amplitude value
Apg-

According to preferred embodiments of the invention the
parameter R may take values of 8 or higher, and the parameter
n may have values of 2 or higher. According to these embodi-
ments the duration of a measurement session, expressed in
number of revolutions, will be n*R, and the number of
rejected noise peak values is n-1.

The below Table 1 illustrates a few examples of combina-
tions of parameter settings for R and n, together with resulting
duration of measuring session and the corresponding capa-
bility of noise rejection.

TABLE 1

Duration of Number of
measurement session rejected

R n (revolutions) noise peaks

8 5 40 4

9 5 45 4
10 5 50 4
10 6 60 5
10 7 70 6
10 8 80 7
10 9 90 8
10 10 100 9
10 11 110 10
10 12 120 11
10 13 130 12
10 14 140 13

9 6 54 5

9 7 63 6

9 8 72 7

9 9 81 8

9 10 90 9

9 11 99 10

9 12 108 11

However, the inventor also concluded that since the distri-
bution of true peak amplitude values emanating from rotation
of'a monitored rotational part closely follow the normal dis-
tribution, it may be possible to estimate a peak amplitude
value which statistically occurs seldom, on the basis of
detected peak amplitude values which occur more frequently.
On the basis of this realization, the inventor proceeded to
develop a further advantageous manner of estimating a rep-
resentative peak amplitude value A, in dependence on the
sorted peak amplitude values Ap and the amount R of rotation
of the monitored part, as discussed below in connection with
FIG. 14B.
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Yet a Further Improved Representative Peak Value and Noise
Resection

FIG. 14B is a flow chart illustrating yet an embodiment of
a method for estimating a representative peak amplitude
value A, on the basis of the peak amplitude values Ap
collected in the measurement session S70. The method of
FIG. 14B may be an embodiment of step S90 of FIG. 11B.

In a step S 200 a parameter g is set to a value (n*R)/q;:

g=n*R)/q,

The parameter q, may have a numerical value 1 or more
than 1. According to embodiments of the invention parameter
q, is preset to a value of between one (1) and three (3).

Inastep $210, an amplitude range r, (See F1G. 13) holding
the g:th largest detected peak amplitude value is identified.

In a step S220 a parameter h is set to a value (n*R)/q,:

=n*R)/ >

According to embodiments of the invention, the parameter
q, is preset to a value of between two (2) and five (5). Accord-
ing to an embodiment the parameter q, may have a numerical
value four (4). The value of parameter q, is always larger than
the value of parameter q;:

92791

Inastep S230, an amplitude range r,, (See FIG. 13) holding
the h:th largest detected peak amplitude value is identified.

In a step S240, an estimate of a representative peak ampli-
tude value A . is achieved on the basis of the values (r,, g) and
(ty, h). This will be explained in further detail below in con-
nection with FIG. 15A.

Setting parameters n=5, R=10, and q,=1 in step S200 ren-
ders g=50. Hence the measuring session includes 50 revolu-
tions (since n*R=>50), and setting g=50 implies that we iden-
tify the position in the histogram where the 50:th largest
detected pulse is stored. Hence, with reference e.g. to the
histogram of FIG. 13, we are identifying the position where
pulse amplitudes that occur with a frequency of once per
revolution will be reflected. Differently worded, it to be
understood that, since the distribution of true peak amplitude
values emanating from rotation of a monitored rotational part
closely follows the normal distribution, then sorting the
detected peak amplitude values into amplitude bins r, 500
(See FIGS. 13A, 13B and/or 13C), and then identifying the
amplitude bin r, 500 holding the g:th largest detected peak
amplitude value, renders identification of an amplitude value
r, which has occurred 50 times (since g=50) during 50 revo-
Iutions (since n*R=50), i.e. statistically a peak amplitude of at
least the peak amplitude value r, has occurred g/(n*R) times/
revolution, which is once per revolution when g=50 and
n*R=50. In other words, the average occurrence frequency
{,¢» expressed as occurrences per revolution, of an amplitude
having a value of r, or higher is:

Jag=8/(n*R) occurrences/revolution

Similarly, setting the parameter q,=4 in step S200 renders
h=n*R/q,=12.5. Hence the measuring session includes 50
revolutions (since n*R=50), and setting h=12 implies that we
identify the position in the histogram where the 12:th largest
detected pulse is stored. Hence we are identifying the position
in the histogram of FIG. 13 where pulses that occur with a
frequency of once every four revolutions will be reflected. In
other words, the average occurrence frequency £, expressed
as occurrences per revolution, of an amplitude having a value
of'r,, or higher is:

[on=h/(n*R) occurrences/revolution

When parameters n=5, R=10, and h=n*R/q,=12.5, renders
f,,=h/(n*R)="4 occurrences/revolution, i.e one occurrence
every four revolutions
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As mentioned above, the nature of the Gaussian function or
bell curve is such that the amplitude and frequency of low
amplitude values actually can tell us something about the
amplitude of the not-so-frequent highest peak amplitude val-
ues. This is true even if only a part of the amplitude-frequency
plot (See FIGS. 9, 10, 13A, 13B, 13C) resembles the Gauss-
ian function or bell curve, such as e.g if the high amplitude
part of the plot of detected peak values follows the Gaussian
function or bell curve.

Since at least the high amplitude part of the distribution of
true peak amplitude values emanating from rotation of a
monitored rotational part closely follow the normal distribu-
tion, these two positions in the histogram may be used for
estimating a peak amplitude value which statistically occurs
more seldom. As mentioned above (See heading “Finite Time
Period for Peak Value Detection™ above), the representative
peak amplitude value A .z may be an amplitude which statis-
tically occurs once every R revolutions. Accordingly, having
set parameter R to value 10, the method includes estimating
the amplitude of a peak value occurring once in ten revolu-
tions, based on the observation of occurrence frequency and
amplitude of peaks occurring once per revolution and once in
four revolutions. Advantageously, this method enables the
rejection of 11 high amplitude false peak values while still
enabling the estimation of an accurate representative peak
amplitude value A .5, when parameters g and h, respectively,
are set as mentioned above, i.e. g=50 and h=12.5. Moreover,
it is to be noted that this method enables the rejection of 11
high amplitude false peak values while reducing the required
measurement session duration T ,,,to merely the duration of
50 revolutions. This is since n*R=5%10=50. This effect is
advantageously achieved since parameters ql and q2 are
selected such that the two parameters g & h are selected to
values representing relatively high frequency of occurrence
of peak amplitude values, and the amplitudes of the high
occurrence frequency values are used for estimating a peak
amplitude value A ., which statistically occurs more seldom,
such as once in R revolutions. Hence, a representative peak
amplitude level A, having an average occurrence of once
every R:th revolution can be estimated on the basis of the peak
amplitude levels having an average occurrence of once every
g:th revolution and the peak amplitude levels having an aver-
age occurrence of once every h:th revolution. The number of
rejected noise peaks P, is one less than the truncated value of
h:

Pyp=TRUNC(h)-1

Accordingly the embodiment according to FIG. 14B
enables substantially the same accuracy in estimation of rep-
resentative peak amplitude value A . based on measurement
during 50 revolutions as the method according to the FIG.
14A embodiment does based on measurement during 120
revolutions (compare with Table 1 above). The below Table 2
illustrates a few examples of combinations of parameter set-
tings for R and n, together with resulting duration of measur-
ing session and the corresponding capability of noise rejec-
tion.

TABLE 2
Duration of Parameter Number of
measurement session  Parameter h= rejected

R n (revolutions) q2 (n*R)/q2  noise peaks
8 5 40 4 10 9
9 5 45 4 11.25 10
10 35 50 4 12.5 11
10 6 60 4 15 14
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TABLE 2-continued
Duration of Parameter Number of
measurement session  Parameter h= rejected

R n (revolutions) q2 (n*R)/q2  noise peaks
10 7 70 4 17.5 16
10 8 80 4 20 19
10 9 90 4 225 21
10 10 100 4 25 24
10 11 110 4 275 26
10 12 120 4 30 29
10 13 130 4 325 31
10 14 140 4 35 34

9 6 54 4 13.5 12

9 7 63 4 15.75 14

9 8 72 4 18 17

9 9 81 4 20.25 19

9 10 90 4 225 21

9 11 99 4 24.75 23

9 12 108 4 27 26

According to an embodiment of the invention, the estima-
tion may be performed by producing an accumulated histo-
gram table reflecting all amplitudes detected in a measure-
ment session and their frequency of occurrence. FIG. 13C is
an illustration of such a cumulative histogram table 530 cor-
responding to the histogram table of FIG. 13B. The cumula-
tive histogram table of FIG. 13C includes the same number of
amplitude range bins as the FIG. 13B table. In the cumulative
histogram the occurrence N' is reflected as the number of
occurrences of detected peaks having an amplitude higher
than the amplitude A,' of associated amplitude bin r. This
advantageously provides for a smoother curve when the
cumulative histogram is plotted. Whereas the ‘ordinary’ his-
togram reflecting a limited number of observations will
reflect a lack of observations N at an amplitude bin as a notch
or dent at that bin, the cumulative histogram will provide a
smoother curve, which makes is more suitable for use in
estimating occurrence at one amplitude level based on the
observation of occurrences at other amplitude levels.

According to an embodiment of the invention, the ampli-
tude levels are reflected as logarithmic values, and also the
cumulative occurrence is reflected by the logarithmic value of
the cumulative occurrence.

FIG. 15A is an illustration reflecting the principle of a
cumulative histogram resulting from a measurement, and
corresponding to the table of FIG. 13C. Although a cumula-
tive histogram using real detected values may take a different
shape from that shown in FIG. 15A, the principle of estimat-
ing the representative peak amplitude A, reflecting the
amplitude level which occurs once every R:th revolution, is
illustrated in FIG. 15A.

One axis 542 of the cumulative histogram reflects occur-
rence, and the other axis 544 reflects amplitude. When n=5,
R=10, q1=1 then g=50 representing 50 occurrences, which
also corresponds to one occurrence per revolution. One
occurrence per revolution may be written: “1/1”. Accord-
ingly, the axis 542 of the cumulative histogram reflecting
occurrence may reflect g as “1/1”. Similarly h may reflect an
occurrence of one in four also expressed as “1/4”, and when
R=10, then R may reflect an occurrence of one in ten also
expressed as “1/10” (See FIG. 15A).

Parameter values rg, g and rh, h, may be determined in the
manner described above in connection with FIG. 14B. Param-
eter values rg, g reflects a point 550 in the cumulative histo-
gram indicating peaks that occur once per revolution. Param-
eter values rh, h reflects a point 560 in the cumulative
histogram indicating peaks that occur once per four revolu-
tions. The inventor realized that in the logarithmic cumulative
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histogram this part of the normal distribution curve closely
resembles a straight line, making it possible to draw a straight
line 570 through points 550 and 560. When that line 570 is
extended it will cross a line 580 representing the R-occur-
rence at a point 590. The amplitude value of point 590 repre-
sents the amplitude level A, which occurs once every R:th
revolution. Hence, a representative peak amplitude level A .4
having an average occurrence of once every R:th revolution
can be estimated on the basis of the peak amplitude levels
having an average occurrence of once every g:th revolution
and the peak amplitude levels having an average occurrence
of once every h:th revolution. FIG. 15A illustrates this, with
example values g=1, h=4 and R=10.

On the basis of testing, the inventor established that the
parameter q1 should advantageously have a value of no less
than one (1), since selecting the parameter q1 to less than one
may lead to poor results in the estimation process because a
cumulative histogram reflecting a bearing assembly having
an outer ring damage deviates comparatively more from a
straight line, thereby rendering a larger error in the estima-
tion.

Accordingly, an embodiment of the invention includes a
method of operating an apparatus for analysing the condition
of' a machine having a part rotating with a speed of rotation
fror comprising the steps of:

receiving a first digital signal S,,,, Sz, Sz dependent on

mechanical vibrations emanating from rotation of said
part;

detecting peak amplitude values Ap occurring in said first

digital signal during a finite time period T, said finite
time period corresponding to a certain amount of revo-
Iution of said rotatable part; said certain amount of revo-
Iution corresponding to more than one revolution of said
monitored rotatable part;

sorting each said detected peak amplitude value Ap into a

corresponding amplitude bin 500, r,-r,5, (See FIGS.
13B and 13C) so as to reflect occurrence N of detected
peak amplitude values Ap within a plurality Nri of
amplitude ranges;

estimating a representative peak amplitude value A, in

dependence on said sorted peak amplitude values Ap and
said certain amount of revolution; wherein

said certain amount of revolution includes at least R revo-

lutions, and wherein

the estimation step includes estimating an amplitude value

A g, which occurs on average substantially once per R
revolutions, in dependence of detected amplitude levels
A, which on average occur more frequently than once
per R revolutions.

According to an embodiment of the above solution, said
certain amount of revolution includes at least n*R revolu-
tions, wherein

n is a number having a numerical value of at least 1 and R

has a numerical value of at least 8.

According to another embodiment, n is a number having a
numerical value of at least 2 and R has a numerical value of at
least 8.

According to an embodiment there is provided a method of
operating an apparatus for analysing the condition of a
machine having a part rotating with a speed of rotation fz,,
comprising the steps of:

receiving a first digital signal S,,,, Sz, Sz dependent on

mechanical vibrations emanating from rotation of said
part;

detecting peak amplitude values Ap occurring in said first

digital signal during a finite time period T,,, said finite
time period corresponding to a certain amount of revo-
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Iution of said rotatable part; said certain amount of revo-
Iution corresponding to more than one revolution of said
monitored rotatable part;

sorting each said detected peak amplitude value Ap into a

corresponding amplitude bin 500, r,-r,5, (See FIGS.
13B and 13C) so as to reflect occurrence N of detected
peak amplitude values Ap within a plurality N, of ampli-
tude ranges;

estimating a representative peak amplitude value A,; in

dependence on said sorted peak amplitude values Ap and
said certain amount of revolution; wherein

said certain amount of revolution includes at least n*R

revolutions, wherein
n is a number having a numerical value of at least two
and R has a numerical value of at least 8, and wherein
the estimation step includes estimating an amplitude value
A, which occurs on average substantially once per R
revolutions in dependence of detected amplitude levels
A, which occur once every h:th revolution, wherein h
has a numerical value of less than n*R. According to an
aspect of this solution, the estimation step includes esti-
mating an amplitude value A ., which occurs on average
substantially once per R revolutions in dependence of
detected amplitude levels A, which occur once every
h:th revolution, wherein h has a numerical value of less
than n*R and in dependence of detected amplitude levels
A, which occur once every g:th revolution, wherein g
has a numerical value of less than h.

An embodiment of the invention includes a method of
operating an apparatus for analysing the condition of a
machine having a part rotating with a speed of rotation
comprising the steps of:

receiving a first digital signal S, ,,, S, S dependent on

mechanical vibrations emanating from rotation of said
part;

detecting peak amplitude values Ap occurring in said first

digital signal during a finite time period T,,, said finite
time period corresponding to a certain amount of revo-
Iution of said rotatable part; said certain amount of revo-
Iution corresponding to more than one revolution of said
monitored rotatable part;

sorting each said detected peak amplitude value Ap into a

corresponding amplitude bin 500, r,-r,5, (See FIGS.
13B and 13C) so as to reflect occurrence N of detected
peak amplitude values Ap within a plurality Nri of
amplitude ranges;

estimating a representative peak amplitude value A,; in

dependence on said sorted peak amplitude values Ap and
said certain amount of revolution; wherein

said certain amount of revolution includes at least n*R

revolutions, and wherein

the estimation step includes estimating an amplitude value

A g, which occurs on average substantially once per R
revolutions, in dependence of detected amplitude levels
A, which on average occur more frequently than once
per R revolutions.

This solution advantageously provides repeatable results
since the delivered amplitude level A ., is based on measured
values having a high occurrence frequency. Moreover, the
delivered amplitude level A, is substantially the highest
measurable amplitude level detectable from a rotating
machine part during a finite time period T,,,, as discussed
above and as shown by tests performed by the inventor.
Noise Echo Suppression

Moreover, the inventor realized that impact noise in indus-
trial environments, which may be caused by an item hitting
the body of the machine having a monitored rotating part 8,
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may cause shock waves which travel back and forth, echoing
in the body of the machine. Accordingly, such echoing shock
waves may be picked up by the sensor 10 (FIGS. 1,2A, 5) and
reflected in the resulting signal S, S, (FIGS. 6B, 7) as a
burst of amplitude peaks.

Hence, such a burst of amplitude peaks may unfortunately
cause corruption of a peak level analysis, unless the impact of
such bursts can be reduced or eliminated.

FIG. 12B is a flow chart illustrating an embodiment of a
method of performing step S70 (FIG. 11B) so as to perform
the peak level measurement session and additionally address-
ing the impact of bursts of noise amplitude peaks.

Step S300 of the method embodiment illustrated in FIG.
12B may be performed after step S60, as described in con-
nection with FIG. 11B above. In step S300 the peak level
analyzer reads the current rotational speed f;,,, which may
be delivered from the speed detector 450, as described above
(See FIG. 5). The reading of a real time value of the rotational
speed f,, advantageously enables this method to be per-
formed also when the rotational part to be analysed rotates
with a variable speed of rotation.

Inastep S310 an echo suppression period T, is calculated.
The echo suppression period T is set to:

Toe=1/(e*fron)

Wherein, according to an embodiment, e is a factor having
a value equal to ten or less than ten:

e<=10

An effect of the echo suppression method is to reduce the
number of peak values per revolution of the monitored part 8
to a maximum of e peaks per revolution. Accordingly, select-
ing e=10 renders a maximum delivery of 10 peaks per revo-
Iution. Differently worded the echo suppression period T,
will have a duration corresponding to the duration of one
tenth revolution, when e=10. The factor ¢ may be set to
another other value, such as e.g 8 or 12.

In a step S320 the measurement signal S,,,», Sz to be
analyzed is received, and in a step S330 the amplitude of the
received signal Sy is analyzed so as to detect any received
peak values.

In a step S340 any detected peak values A, are delivered at
a frequency of f,, or less, wherein each delivered peak ampli-
tude value reflects the highest detected amplitude during the
echo suppression period T .. This is done so that there may be
longer time than one echo suppression period T, between
two consecutively delivered output values from the echo sup-
presser, but the period between two consecutively delivered
output values from the echo suppresser will never be shorter
than the echo suppression period T ;.

In a subsequent step S350, the peak values A delivered by
the echo suppresser are received by a log generator. The log
generator calculates the logarithm of the peak value A, in real
time.

In a step S360 the amplitude bin corresponding to the
relevant peak value A is identified in a histogram table 470
and/or 530 (See histogram table 470 and cumulative histo-
gram table 530 in FIGS. 13B and 13C, respectively), and in a
step S370 the corresponding occurrence counter value N,
N,,' is increased by one unit.

FIG. 16 is a schematic block diagram of an embodiment of
the analysis apparatus 14. A sensor unit 10 is adapted to
generate an analogue signal S, in response to vibrations, as
described above in this document. The sensor unit 10 may be
a vibration sensor as discussed in connection with FIG. 2B
above. Alternatively, the sensor unit 10 may be a resonant
Shock Pulse Measurement sensor 10 having a mechanical
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resonance frequency fr,,, as discussed in connection with
FIG. 2B above. This mechanical resonance feature of the
Shock Pulse Measurement sensor advantageously renders
repeatable measurement results in that the output signal from
a Shock Pulse Measurement sensor has a stable resonance
frequency substantially independent of the physical path
between the shock pulse signal source and the shock pulse
sensor.

The analogue signal S, may be delivered to input 42 of
A/D converter 40 which is adapted to generate a digital signal
S, having a sampling frequency f, as discussed above. The
digital signal S,,,, may be delivered to a band pass filter 240
generating a filtered signal S in response thereto. The filtered
signal S may be delivered to a rectifier 270, as discussed
above in connection with FIG. 6B, delivering a rectified sig-
nal S; having sampling frequency f,. The rectified signal S,
may optionally be delivered to a low pass filter 280 so as to
produce a digital envelop signal Sg,,;- having sampling fre-
quency f, as discussed above.

According to an embodiment, the digital envelop signal
Sy may be delivered to an input 220 of evaluator 230, as
discussed above in connection with FIG. 6B and FIG. 7 (See
also FIG. 16). The digital envelop signal Sy,,;-may be deliv-
ered to an input of a peak detector 310. The peak detector 310
may operate to deliver detected signal peaks or detected sig-
nal peak values Ap to an output 315 in response to the digital
envelop signal S, As mentioned above, digital signal pro-
cessing may advantageously be performed by the data pro-
cessor 50 running program code for causing the data proces-
sor 50 to perform the digital signal processing. According to
an embodiment of the invention the processor 50 is embodied
by a Digital Signal Processor, DSP 50. The DSP 50 advanta-
geously operates sufficiently fast to enable execution of the
described digital signal processing on received signal S,
having the same or substantially the same sampling frequency
f. as delivered by A/D converter 40. The feature of performing
the signal processing on signals at the sampling frequency {5
ensures advantageously accurate peak value detection. It may
also be possible to provide a decimator before the peak value
detector so as to detect peak values on a decimated signal
having a lower sampling frequency. However, tests per-
formed by the inventor indicate that performing peak value
detection on a signal at the higher sampling frequency fo
advantageously ensures more accurate peak value detection.

The detected signal peaks or detected signal peak values
Ap may be delivered from the peak detector output 315 to an
input 320 of an optional echo suppresser 330. Alternatively,
the detected signal peaks or detected signal peak values Ap
may be delivered from the peak detector output 315 to an
input 340 of a log generator 350. The log generator 350 is
adapted to generate the logarithmic amplitude values corre-
sponding to the amplitude of the received detected signal
peaks or detected signal peak values Ap. Hence, an output 360
of'log generator 350 is adapted to deliver logarithmic ampli-
tude values. A value sorter 370 is adapted to receive the
logarithmic amplitude values and to sort the received the
logarithmic amplitude values into amplitude bins corre-
sponding to the received logarithmic amplitude values.
Hence, the value sorter 370 may be adapted to deliver sorted
amplitude values A, e.g in the form of a table 470 or cumu-
lative histogram table 530, as discussed and illustrated in
connection with FIGS. 13B and/or 13C above.

A Peak Value Establisher 375 may be adapted to establish
a representative peak value A, in dependence on the sorted
peak amplitude values Ap and the certain amount R of revo-
Iution of the monitored rotating part. As mentioned above, in
connection with FIG. 11B, the detector 450 may generate a
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signal indicative of the amount of revolution R, and the dura-
tion of measurement may be controlled solely in dependence
on the amount of revolution of the rotatable part 8, irrespec-
tive of time. Alternatively, the duration T,,, of the measure-
ment session may be controlled in dependence of time infor-
mation provided by the clock 190 (FIG. 5) in conjunction
with speed of rotation information f - delivered by detector
450 so that the duration T, is adapted to ensure that the
monitoring is performed for the desired amount of rotation
n*R. In this connection it is noted that R is a positive number
larger than one, and n is a positive number equal to one (1) or
larger than one (1). The parameter R may be an integer, but it
may alternatively be a decimal number. As discussed above,
the parameter values R and n may be preset by the manufac-
turer of apparatus 14, and these values may be stored in the
non-volatile memory 52 or in the non-volatile memory 60
(See FIG. 2A). Alternatively, the parameter values R and n
may be set by the user of the apparatus 14 prior to performing
a measurement session, as discussed in connection with FIG.
11A above. The parameter values R and n may be set by the
user by means of the user interface 102, 107 described in
connection with FIG. 2A.

The Peak Value Establisher 375 may be adapted to deliver
the representative peak value A 55 on an output 378 (See FIG.
16) allowing the generated representative peak value A, to
be delivered to display 106 or to port 16.

Accordingly, with reference to FIG. 16, an embodiment of
the apparatus 14 includes a peak detector 310 co-operating
with log generator 350, a value sorter 370 and a Representa-
tive Peak Value Establisher 375 so as to perform the method
described in connection with FIGS.11A,11B and 12A above.

According to a preferred embodiment, the apparatus 14
also includes an echo suppresser 330, as discussed above in
connection with FIG. 16. The echo suppresser 330, also
referred to as burst rejector 330, may be coupled to receive the
detected peak values A, from peak detector 310. The appa-
ratus 14 including burst rejector 330 may be adapted to per-
form the method described in connection with FIG. 12B.
Hence, burst rejector 330 may be adapted to deliver output
peak values A, on a burst rejector output 333 in response to
received detected peak values A . The burst rejector 330 may
be adapted to control the delivery of said output peak values
A, such that said output peak values A, are delivered at a
delivery frequency f,,, wherein

the delivery frequency f, .=e*f,,,, wherein

fror 1s said speed of rotation, and
e is a factor having a predetermined value.

The invention claimed is:

1. An apparatus for analysing the condition of a machine
having a part rotating with a speed of rotation, comprising:

an input for receiving a first digital signal dependent on
mechanical vibrations emanating from rotation of said
part;

a peak detector coupled to said input, said peak detector
being adapted to detect peak values in said received first
digital signal;

a burst rejector adapted to deliver output peak values on a
burst rejector output in response to said detected peak
values;

means for receiving burst rejector output peak amplitude
values that have been collected during a finite time
period, said finite time period corresponding to a certain
amount of revolution of said rotatable part; said certain
amount of revolution corresponding to more than one
revolution of said monitored rotatable part;

means for sorting said received burst rejector output peak
amplitude values into a plurality of amplitude ranges so
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as to reflect occurrence of detected peak amplitude val-
ues within said plurality of amplitude ranges; and
means for estimating a representative peak amplitude value
in dependence on said sorted peak amplitude values and
said certain amount,

wherein said burst rejector is adapted to control the deliv-
ery frequency of said output peak values such that said
output peak values are delivered at a delivery frequency

of f,,

wherein f,, =e * f .,

wherein ;. is said speed of rotation, and

wherein e is a factor having a predetermined value.

2. The apparatus according to claim 1, further comprising:

a user interface; and

means for delivering said representative peak amplitude

value to said user interface for presentation to a user.

3. The apparatus according to claim 1, further comprising:

means for performing a condition monitoring function so

as to analyse the condition of the machine dependent on
said representative peak amplitude value.

4. The apparatus according to claim 1, wherein said means
for estimating a representative peak amplitude value selects
the R:th highest amplitude to be said representative peak
amplitude value.

5. The apparatus according to claim 1, wherein said means
for estimating a representative peak amplitude value creates
an accumulative histogram.

6. The apparatus according to claim 1,

wherein the amplitude levels emanating from rotation of

the monitored rotational part closely follow the normal
distribution, and

the apparatus further comprises:

arecorder that records amplitude levels originating from
plural revolutions of the rotational part so as to detect
a relevant true peak value indicative of the condition
of the monitored rotational part.

7. The apparatus according to claim 1, wherein said means
for estimating a representative peak amplitude value esti-
mates a not-so-frequent highest peak amplitude value based
on the nature of the Gaussian function or bell curve being
such that an occurrence frequency of low amplitude values is
informative about the amplitude of the not-so-frequent high-
est peak amplitude values.

8. The apparatus according to claim 1, wherein said certain
amount of revolution includes at least n * R revolutions,
wherein n is a number having a numerical value of at least one
and R corresponds to plural revolutions.

9. The apparatus according to claim 8, wherein,

the numerical value of n is at least two, and

the means for estimating a representative peak amplitude

value includes means for selecting the n:th highest
detected peak amplitude to be said representative peak
amplitude value.

10. The apparatus according to claim 8, wherein the
numerical value of R is at least 10.

11. The apparatus according to claim 1, wherein said cer-
tain amount of revolution includes at least n * R revolutions,
wherein n is a number having a numerical value of at least one
and R has a numerical value of at least 8.

12. The apparatus according to claim 1, wherein,

said means for estimating a representative peak amplitude

value is adapted to use detected peak amplitude values
having an average occurrence frequency of one per revo-
Iution, and/or less than one per revolution for estimating
an amplitude value for a peak having an average occur-
rence frequency of one per eight revolutions or less than
one per eight revolutions, and
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said detected peak amplitude values used said means for
estimating a representative peak amplitude value have
an average occurrence frequency of more than one per
eight revolutions.

13. The apparatus according to claim 12, wherein said 5
detected peak amplitude values used by said means for esti-
mating a representative peak amplitude value have an average
occurrence frequency of more than one per five revolutions.

14. The apparatus according to claim 1, further compris-
ing: 10
an input for receiving an analogue measurement signal
indicative of a vibration signal signature having a vibra-

tion frequency; and

an A/D converter for generating a digital measurement

signal dependent on the analogue measurement signal, 15
said digital measurement signal having a first sample
rate, the first sample rate being at least twice said vibra-
tion frequency,

wherein said first digital signal is dependent on, or identical

with, said digital measurement signal. 20

15. The apparatus according to claim 1, wherein the pre-
determined value of the factor e is 10 or less than 10.

16. The apparatus according to claim 1, wherein said burst
rejector is adapted to deliver each output peak value such that
each delivered peak amplitude value reflects the highest 25
amplitude value detected in the immediately preceding echo
suppression period, said echo suppression period being the
inverse of said delivery frequency £, .
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